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METHOD AND DEVICE FOR
COMMUNICATION BETWEEN TERMINALS
IN WIRELESS COMMUNICATION SYSTEM

This Application is a Continuation of U.S. patent appli-
cation Ser. No. 13/998,708, filed on Jul. 15, 2013, which is
a 35 U.S.C. §371 National Stage Entry of International
Application No. PCT/KR2011/009421 filed Dec. 7, 2011
and claims the benefit of U.S. Provisional Application Nos.
61/420,322 filed Dec. 7, 2010; 61/427,097 filed Dec. 23,
2010; 61/451,077 filed Mar. 9, 2011; 61/475,644 filed Apr.
14, 2011; 61/490,601 filed May 27, 2011 and 61/492,354
filed Jun. 1, 2011, all of which are incorporated by reference
in their entirety herein.

TECHNICAL FIELD

The present invention relates to a wireless communication
system and, more particularly, to a method and device for
communication between terminals in a wireless communi-
cation system.

BACKGROUND ART

FIG. 1 is a diagram showing an example of a wireless
communication system to which the present invention is
applicable. FIG. 1 shows two kinds of user equipments
(UEs): a primary UE directly connected to a base station
(e.g., an eNB) 110 to exchange a signal with a network and
a secondary UE for exchanging a signal with a network via
the primary UE. FIG. 1 shows a primary UE1 120 and a
primary UE2 130 as an example of a primary UE and a
secondary UE1 140 and a secondary UE2 150 as an example
of a secondary UE. The secondary UE1 140 and the sec-
ondary UE2 150 may communicate with the primary UE1
120. The primary UE and the secondary UE may be referred
to as a master UE and a slave UE, respectively. For example,
the primary UE1 120 may serve to relay a signal transmitted
by the secondary UE1 140 and/or a signal transmitted to the
secondary UE1 140 between the secondary UE1 140 and the
eNB 110. If one UE serves as a relay for another UE, a
UE-relay scheme may be applied. FIG. 1 shows operation
for exchanging a signal between the primary UE1 120 and
the secondary UE 140 and/or 150 within coverage of the
eNB 110.

One or more secondary UEs may be connected to one
primary UE and the primary UE may serve to control
transmission/reception operations of a plurality of secondary
UEs connected thereto. The primary UE may be, for
example, a general mobile telephone and the secondary UE
may be a low-power communication device attached to a
laptop computer, a music player or a bio signal sensor. For
example, the primary UE and the secondary UE may be
possessed by the same user.

DISCLOSURE
Technical Problem

It is necessary to prevent (or minimize) interference from
occurring in communication of other UEs due to commu-
nication between a primary UE and a secondary UE. In the
example of FIG. 1, communication between another UE
(e.g., the primary UE2 130) and the eNB 110 has higher
priority than communication between the primary UE1 120
and the secondary UE1 140. This is because communication
between a UE and an eNB according a previously defined
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scheme is designed without considering communication
between a primary UE and a secondary UE and thus
communication between the primary UE and the secondary
UE must be defined so as not to obstruct communication
between the other UE and the eNB. For example, commu-
nication between the primary UE1 120 and the secondary
UE1 140 is preferably performed only when there is no
real-time traffic communication between the primary UE2
130 and the eNB 110.

In addition, communication between the primary UE and
the secondary UE need to avoid interference occurring in
communication between other UEs. For example, in a
communication environment shown in FIG. 1, assume that
the primary UE1 120 and the secondary UE1 140 are located
close to each other (e.g., the same user has the primary UE1
120 and the secondary UE1 140). Accordingly, the primary
UE and the secondary UE may generally perform commu-
nication with low power, because it is possible to reduce
battery power consumption of the primary UE and the
secondary UE. Meanwhile, the other UE (e.g., the primary
UE2 130) and the eNB 110 may perform communication
with relatively high power. Accordingly, since communica-
tion between the other UE and the eNB provides strong
interference to communication between the primary UE and
the secondary UE, it is necessary to provide a means for
avoiding strong interference.

An object of the present invention devised to solve the
problem lies in a method of transmitting/receiving a signal
between UEs. Another object of the present invention
devised to solve the problem lies on a resource configuration
method, a channel configuration method, a transmit power
control method, etc. for communication between UEs.
Another object of the present invention devised to solve the
problem lies in a method for communication between UEs
and between a UE and a base station in a licensed/unlicensed
band.

The technical problems solved by the present invention
are not limited to the above technical problems and other
technical problems which are not described herein will
become apparent to those skilled in the art from the follow-
ing description.

Technical Solution

The object of the present invention can be achieved by
providing a method of performing communication between
a first user equipment (UE) and a second UE in a wireless
communication system including, at the first UE, receiving
scheduling information including information about alloca-
tion of resources for communication between the UEs from
a base station, and performing communication between the
first UE and the second UE based on the scheduling infor-
mation, wherein a first slot of a subframe among the
resources for communication between the UEs includes a
control signal for communication between the UEs and a
second slot of the subframe includes a data signal between
the UEs.

In another aspect of the present invention, provided herein
is a user equipment (UE) for performing communication
between UEs, the UE being a first UE for performing
communication with a second UE in a wireless communi-
cation system, including a transmission module for trans-
mitting a signal to an external device, a reception module for
receiving a signal from an external device, and a processor
for controlling the first UE including the reception module
and the transmission module, wherein the processor is
configured to receive scheduling information including
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information about allocation of resources for communica-
tion between the UEs from a base station and to perform
communication with the second UE based on the scheduling
information, wherein a first slot of a subframe among the
resources for communication between UEs includes a con-
trol signal for communication between the UEs and a second
slot of the subframe includes a data signal between the UEs.

The embodiments of the present invention may include
the following features.

If the resources for communication between the UEs
among uplink resources from the first UE to the base station
are allocated, the first slot may be used to transmit a control
signal for the second UE and the second slot may be used for
transmission/reception between the first and second UEs.

If resources for communication between the UEs among
downlink resources from the base station to the first UE are
allocated, resources for communication between the UEs
may be allocated to symbols other than the first one or more
symbols of the subframe and a control signal for the second
UE may be additionally transmitted on the second slot.

The first one or more symbols of the subframe may be
allocated for carrier sensing.

A last symbol of the first slot of the subframe may be set
to a null symbol for transmission-reception switching.

A last symbol of the second slot of the subframe may be
set to a null symbol for transmission-reception switching or
transmit power change.

The scheduling information may be provided to the first
and second UEs using one scheduling message associated
with an identifier assigned to a pair of the first UE and the
second UE.

The scheduling information may be provided to each of
the first and second UEs using a separate scheduling mes-
sage associated with an identifier assigned to each of the first
and second UEs.

The second UE may receive a scheduling message asso-
ciated with an identifier of the first UE.

The scheduling information may be transmitted from the
base station to the first UE via a random access procedure of
the first UE.

The scheduling information may separately include a
transmit power control command for transmission from the
first UE to the base station and a transmit power control
command for transmission from the first UE to the second
UE.

If the second UE reports receive power of a signal from
the first UE to the base station, the transmit power of the
signal from the first UE may have a fixed value previously
specified via high layer signaling or a value indicated by the
base station as an absolute value.

The first UE may periodically or aperiodically report
transmit power of the signal from the first UE to the base
station.

It is to be understood that both the foregoing general
description and the following detailed description of the
present invention are exemplary and explanatory and are
intended to provide further explanation of the invention as
claimed.

Advantageous Effects

According to the present invention, it is possible to
provide a method of transmitting/receiving a signal between
UEs. In addition, it is possible to provide a resource con-
figuration method, a channel configuration method, a trans-
mit power control method, etc. for communication between
UEs. In addition, it is possible to provide a method for
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communication between UEs and between a UE and a base
station in a licensed/unlicensed band.

The effects of the present invention are not limited to the
above-described effects and other effects which are not
described herein will become apparent to those skilled in the
art from the following description.

DESCRIPTION OF DRAWINGS

The accompanying drawings, which are included to pro-
vide a further understanding of the invention and are incor-
porated in and constitute a part of this application, illustrate
embodiment(s) of the invention and together with the
description serve to explain the principle of the invention.

FIG. 1 is a diagram showing an example of a wireless
communication system to which the present invention is
applicable.

FIG. 2 is a diagram showing the structure of a downlink
radio frame.

FIG. 3 is a diagram showing a resource grid of a downlink
slot.

FIG. 4 is a diagram showing the structure of a downlink
subframe.

FIG. 5 is a diagram showing the structure of an uplink
subframe.

FIG. 6 is a diagram showing the configuration of a
wireless communication system having multiple antennas.

FIG. 7 is a diagram showing CRS and DRS patterns
defined in the existing 3GPP LTE system.

FIG. 8 is a diagram showing an uplink subframe structure
including an SRS symbol.

FIG. 9 is a diagram showing an example of implementing
atransmission and reception function of an FDD mode relay.

FIG. 10 is a diagram illustrating transmission from a relay
to a UE and downlink transmission from a base station to a
relay.

FIG. 11 is a diagram showing the structure of a DL relay
subframe.

FIG. 12 is a diagram showing a subframe structure
configured in DL resources according to an example of the
present invention.

FIG. 13 is a diagram showing a region in which Tx-Rx
switching is performed in a subframe structure according to
an example of the present invention.

FIG. 14 is a diagram illustrating usage of a last portion of
a subframe in the subframe structure of FIG. 13 according
to an example of the present invention.

FIG. 15 is a diagram showing a subframe structure using
both first and second slots for transmission of a secondary
UE according to an example of the present invention.

FIG. 16 is a diagram illustrating usage of a last portion of
a subframe in the subframe structure of FIG. 15 according
to an example of the present invention.

FIG. 17 is a diagram showing a subframe structure
configured in UL resources according to an example of the
present invention.

FIG. 18 is a diagram illustrating details of a subframe
structure configured in UL resources according to an
example of the present invention.

FIG. 19 is a diagram showing an example of a signal
structure used by a secondary UE for random access accord-
ing to an example of the present invention.

FIG. 20 is a diagram showing an exemplary structure of
a control channel for a secondary UE according to an
example of the present invention.

FIG. 21 is a diagram showing a wireless communication
system in which communication between UEs is performed
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using resources specified by an eNB according to an
example of the present invention.

FIG. 22 is a diagram showing a subframe structure when
a primary UE establishes a separate cell according to an
example of the present invention.

FIG. 23 is a flowchart of a method for communication
between UEs according to an embodiment of the present
invention.

FIG. 24 is a diagram showing the configuration of a
transmission/reception device according to the present
invention.

BEST MODE

The following embodiments are proposed by combining
constituent components and characteristics of the present
invention according to a predetermined format. The indi-
vidual constituent components or characteristics should be
considered to be optional factors on the condition that there
is no additional remark. If required, the individual constitu-
ent components or characteristics may not be combined with
other components or characteristics. Also, some constituent
components and/or characteristics may be combined to
implement the embodiments of the present invention. The
order of operations to be disclosed in the embodiments of the
present invention may be changed to another. Some com-
ponents or characteristics of any embodiment may also be
included in other embodiments, or may be replaced with
those of the other embodiments as necessary.

The embodiments of the present invention are disclosed
on the basis of a data communication relationship between
a base station and a terminal. In this case, the base station is
used as a terminal node of a network via which the base
station can directly communicate with the terminal. Specific
operations to be conducted by the base station in the present
invention may also be conducted by an upper node of the
base station as necessary.

In other words, it will be obvious to those skilled in the
art that various operations for enabling the base station to
communicate with the terminal in a network composed of
several network nodes including the base station will be
conducted by the base station or other network nodes other
than the base station. The term “Base Station (BS)” may be
replaced with a fixed station, Node-B, eNode-B (eNB), or an
access point as necessary. The term “relay” may be replaced
with a Relay Node (RN) or a Relay Station (RS). The term
“terminal” may also be replaced with a User Equipment
(UE), a Mobile Station (MS), a Mobile Subscriber Station
(MSS) or a Subscriber Station (SS) as necessary.

It should be noted that specific terms disclosed in the
present invention are proposed for the convenience of
description and better understanding of the present inven-
tion, and the use of these specific terms may be changed to
another format within the technical scope or spirit of the
present invention.

In some instances, well-known structures and devices are
omitted in order to avoid obscuring the concepts of the
present invention and the important functions of the struc-
tures and devices are shown in block diagram form. The
same reference numbers will be used throughout the draw-
ings to refer to the same or like parts.

Exemplary embodiments of the present invention are
supported by standard documents disclosed for at least one
of wireless access systems including an Institute of Electri-
cal and Electronics Engineers (IEEE) 802 system, a 3"
Generation Project Partnership (3GPP) system, a 3GPP
Long Term Evolution (LTE) system, and a 3GPP2 system. In
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particular, the steps or parts, which are not described to
clearly reveal the technical idea of the present invention, in
the embodiments of the present invention may be supported
by the above documents. All terminology used herein may
be supported by at least one of the above-mentioned docu-
ments.

The following embodiments of the present invention can
be applied to a variety of wireless access technologies, for
example, CDMA (Code Division Multiple Access), FDMA
(Frequency Division Multiple Access), TDMA (Time Divi-
sion Multiple Access), OFDMA (Orthogonal Frequency
Division Multiple Access), SC-FDMA (Single Carrier Fre-
quency Division Multiple Access), and the like. The CDMA
may be embodied with radio technology such as UTRA
(Universal Terrestrial Radio Access) or CDMA2000. The
TDMA may be embodied with radio technology such as
GSM (Global System for Mobile communications)/GPRS
(General Packet Radio Service)EDGE (Enhanced Data
Rates for GSM Evolution). The OFDMA may be embodied
with radio technology such as Institute of Electrical and
Electronics Engineers (IEEE) 802.11 (Wi-Fi), IEEE 802.16
(WiMAX), IEEE 802-20, and E-UTRA (Evolved UTRA).
The UTRA is a part of the UMTS (Universal Mobile
Telecommunications System). The 3GPP (3rd Generation
Partnership Project) LTE (long term evolution) is a part of
the E-UMTS (Evolved UMTS), which uses E-UTRA. The
3GPP LTE employs the OFDMA in downlink and employs
the SC-FDMA in uplink. The LTE-Advanced (LTE-A) is an
evolved version of the 3GPP LTE. WiMAX can be explained
by an IEEE 802.16e (WirelessMA-OFDMA Reference Sys-
tem) and an advanced IEEE 802.16m (WirelessM AN-
OFDMA Advanced System). For clarity, the following
description focuses on the 3GPP LTE and 3GPP LTE-A
system. However, technical features of the present invention
are not limited thereto.

The structure of a downlink radio frame will be described
with reference to FIG. 2.

In a cellular Orthogonal Frequency Division Multiplexing
(OFDM) radio packet communication system, uplink/down-
link data packet transmission is performed in subframe
units. One subframe is defined as a predetermined time
interval including a plurality of OFDM symbols. The 3GPP
LTE standard supports a type 1 radio frame structure appli-
cable to Frequency Division Duplex (FDD) and a type 2
radio frame structure applicable to Time Division Duplex
(TDD).

FIG. 2(a) is a diagram showing the structure of the type
1 radio frame. A downlink radio frame includes 10 sub-
frames, and one subframe includes two slots in time domain.
A time required for transmitting one subframe is defined in
a Transmission Time Interval (TTI). For example, one
subframe may have a length of 1 ms and one slot may have
a length of 0.5 ms. One slot may include a plurality of
OFDM symbols in time domain and include a plurality of
Resource Blocks (RBs) in frequency domain. Since the
3GPP LTE system uses OFDMA in downlink, the OFDM
symbol indicates one symbol duration. The OFDM symbol
may be called a SC-FDMA symbol or a symbol duration. A
RB is a resource allocation unit and includes a plurality of
contiguous subcarriers in one slot.

The number of OFDM symbols included in one slot may
be changed according to the configuration of a Cyclic Prefix
(CP). The CP includes an extended CP and a normal CP. For
example, if the OFDM symbols are configured by the
normal CP, the number of OFDM symbols included in one
slot may be seven. If the OFDM symbols are configured by
the extended CP, the length of one OFDM symbol is
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increased, and thus the number of OFDM symbols included
in one slot is less than that of the case of the normal CP. In
case of the extended CP, for example, the number of OFDM
symbols included in one slot may be six. If a channel state
is instable, for example, if a User Equipment (UE) moves at
a high speed, the extended CP may be used in order to
further reduce interference between symbols.

In case of using the normal CP, since one slot includes
seven OFDM symbols, one subframe includes 14 OFDM
symbols. At this time, the first two or three OFDM symbols
of each subframe may be allocated to a Physical Downlink
Control Channel (PDCCH) and the remaining OFDM sym-
bols may be allocated to a Physical Downlink Shared
Channel (PDSCH).

FIG. 2(b) is a diagram showing the structure of the type
2 radio frame. The type 2 radio frame includes two half
frames, each of which includes five subframes, a downlink
pilot time slot (DWPTS), a guard period (GP), and an uplink
pilot time slot (UpPTS). One of these subframes includes
two slots. The DwPTS is used for initial cell search, syn-
chronization and channel estimation at a user equipment.
The UpPTS is used for channel estimation of a base station
and uplink transmission synchronization of the user equip-
ment. The guard period is to remove interference occurring
in an uplink due to multi-path delay of a downlink signal
between the uplink and a downlink. Meanwhile, one sub-
frame includes two slots regardless of a type of the radio
frame.

The structure of the radio frame is only exemplary.
Accordingly, the number of subframes included in the radio
frame, the number of slots included in the subframe or the
number of symbols included in the slot may be changed in
various manners.

FIG. 3 is a diagram showing a resource grid in a downlink
slot. Although one downlink slot includes seven OFDM
symbols in a time domain and one RB includes 12 subcar-
riers in a frequency domain in the figure, the present
invention is not limited thereto. For example, in case of a
normal Cyclic Prefix (CP), one slot includes 7 OFDM
symbols. However, in case of an extended CP, one slot
includes 6 OFDM symbols. Each element on the resource
grid is referred to as a resource element. One RB includes
12x7 resource elements. The number N”* of RBs included
in the downlink slot is determined based on a downlink
transmission bandwidth. The structure of the uplink slot may
be equal to the structure of the downlink slot.

FIG. 4 is a diagram showing the structure of a downlink
subframe. A maximum of three OFDM symbols of a front
portion of a first slot within one subframe corresponds to a
control region to which a control channel is allocated. The
remaining OFDM symbols correspond to a data region to
which a Physical Downlink Shared Channel (PDSCH) is
allocated. Examples of the downlink control channels used
in the 3GPP LTE system include, for example, a Physical
Control Format Indicator Channel (PCFICH), a Physical
Downlink Control Channel (PDCCH), a Physical Hybrid
automatic repeat request Indicator Channel (PHICH), etc.
The PCFICH is transmitted at a first OFDM symbol of a
subframe, and includes information about the number of
OFDM symbols used to transmit the control channel in the
subframe. The PHICH includes a HARQ ACK/NACK sig-
nal as a response of uplink transmission. The control infor-
mation transmitted through the PDCCH is referred to as
Downlink Control Information (DCI). The DCI includes
uplink or downlink scheduling information or an uplink
transmit power control command for a certain UE group.
The PDCCH may include resource allocation and transmis-
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sion format of a Downlink Shared Channel (DL-SCH),
resource allocation information of an Uplink Shared Chan-
nel (UL-SCH), paging information of a Paging Channel
(PCH), system information on the DL-SCH, resource allo-
cation of an higher layer control message such as a Random
Access Response (RAR) transmitted on the PDSCH, a set of
transmit power control commands for an individual UEs in
a certain UE group, transmit power control information,
activation of Voice over IP (VoIP), etc. A plurality of
PDCCHs may be transmitted within the control region. The
UE may monitor the plurality of PDCCHs. The PDCCHs are
transmitted on an aggregation of one or several consecutive
control channel elements (CCEs). The CCE is a logical
allocation unit used to provide the PDCCHs at a coding rate
based on the state of a radio channel. The CCE corresponds
to a plurality of resource element groups. The format of the
PDCCH and the number of available bits are determined
based on a correlation between the number of CCEs and the
coding rate provided by the CCEs. The base station deter-
mines a PDCCH format according to a DCI to be transmitted
to the UE, and attaches a Cyclic Redundancy Check (CRC)
to control information. The CRC is masked with a Radio
Network Temporary Identifier (RNTI) according to an
owner or usage of the PDCCH. If the PDCCH is for a
specific UE, a cell-RNTI (C-RNTI) of the UE may be
masked to the CRC. Alternatively, if the PDCCH is for a
paging message, a paging indicator identifier (P-RNTI) may
be masked to the CRC. If the PDCCH is for system
information (more specifically, a system information block
(SIB)), a system information identifier and a system infor-
mation RNTI (SI-RNTI) may be masked to the CRC. To
indicate a random access response that is a response for
transmission of a random access preamble of the UE, a
random access-RNTI (RA-RNTI) may be masked to the
CRC.

FIG. 5 is a diagram showing the structure of an uplink
frame. The uplink subframe may be divided into a control
region and a data region in a frequency domain. A Physical
Uplink Control Channel (PUCCH) including uplink control
information is allocated to the control region. A Physical
uplink Shared Channel (PUSCH) including user data is
allocated to the data region. In order to maintain single
carrier property, one UE does not simultaneously transmit
the PUCCH and the PUSCH. The PUCCH for one UE is
allocated to a RB pair in a subframe. RBs belonging to the
RB pair occupy different subcarriers with respect to two
slots. Thus, the RB pair allocated to the PUCCH is “fre-
quency-hopped” at a slot boundary.

Modeling of Multi-Input Multi-Output (MIMO) System

FIG. 6 is a diagram showing the configuration of a
wireless communication system having multiple antennas.

As shown in FIG. 6(a), if the number of transmission
antennas is increased to N, and the number of reception
antennas is increased to N, a theoretical channel transmis-
sion capacity is increased in proportion to the number of
antennas, unlike the case where a plurality of antennas is
used in only a transmitter or a receiver. Accordingly, it is
possible to improve a transfer rate and to remarkably
improve frequency efficiency. As the channel transmission
capacity is increased, the transfer rate may be theoretically
increased by a product of a maximum transfer rate R, upon
using a single antenna and a rate increase ratio R,.

R=min(N;Npg) Equation 1

For example, in an MIMO system using four transmission
antennas and four reception antennas, it is possible to
theoretically acquire a transfer rate which is four times that
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of a single antenna system. After the increase in the theo-
retical capacity of the MIMO system was proved in the
mid-1990s, various technologies of substantially improving
a data transfer rate have been actively developed up to now.
In addition, several technologies are already applied to the
various radio communication standards such as the third-
generation mobile communication and the next-generation
wireless local area network (LAN).

According to the researches into the MIMO antenna up to
now, various researches such as researches into information
theory related to the computation of the communication
capacity of a MIMO antenna in various channel environ-
ments and multiple access environments, researches into the
model and the measurement of the radio channels of the
MIMO system, and researches into space-time signal pro-
cessing technologies of improving transmission reliability
and transmission rate have been actively conducted.

The communication method of the MIMO system will be
described in more detail using mathematical modeling. In
the above system, it is assumed that N, transmission anten-
nas and Nj reception antennas are present.

In transmitted signals, if the N, transmission antennas are
present, the number of pieces of maximally transmittable
information is N, The transmitted information may be
expressed as follows.

T

s=lspsn s SNTJ Equation 2

The transmitted information sy, s, . . . , sy, may have
different transmit powers. If the respective transmit powers
are P;, Py, .. ., Py, the transmitted information with
adjusted powers may be expressed as follows.

5=[81,85, . . ., Sn " =[P151. P>, . . ., Py sy T Equation 3

In addition, § may be expressed using a diagonal matrix
P of the transmit powers as follows.

Py 0 S Equation 4
P 52
5= . |=Ps
0 Py Sny

Consider that the N, actually transmitted signals x,
Xy - - - » Xy, are configured by applying a weight matrix W
to the information vector S with the adjusted transmit
powers. The weight matrix W serves to appropriately dis-
tribute the transmitted information to each antenna accord-

ing to a transport channel state, etc. X, X,, . . . , X), may be
expressed by using the vector X as follows.
X Wi Wi Wiy 51 Equation 5
X2 Wi W wang || 52
x= = . | =W5=WPs
Xi Wil Wiz Wing S
*Np WNpL Whp2 o Wapng || 3np

where, w,; denotes a weight between an i-th transmission
antenna and j-th information. W is also called a precoding
matrix.
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In received signals, if the N reception antennas are
present, respective received signals y,, y,, . . ., Yy, of the
antennas are expressed as follows.

y=Duya ., yNR]T Equation 6

If channels are modeled in the MIMO wireless commu-
nication system, the channels may be distinguished accord-
ing to transmission/reception antenna indexes. A channel
from the transmission antenna j to the reception antenna i is
denoted by h,. In h,, it is noted that the indexes of the
reception antennas precede the indexes of the transmission
antennas in view of the order of indexes.

FIG. 6(b) is a diagram showing channels from the N,
transmission antennas to the reception antenna i. The chan-
nels may be combined and expressed in the form of a vector
and a matrix. In FIG. 6(b), the channels from the N,
transmission antennas to the reception antenna i may be
expressed as follows.

Equation 7

Accordingly, all the channels from the N transmission
antennas to the N reception antennas may be expressed as
follows.

T .
i o hn hiyy Equation 8
H My oy

wel -
h TR S hing
i hngt Mgz oo Wnpnp

An Additive White Gaussian Noise (AWGN) is added to
the actual channels after a channel matrix H. The AWGN n,,
n,, . .., 0, added to the N, transmission antennas may be
expressed as follows.

Equation 9

Through the above-described mathematical modeling, the
received signals may be expressed as follows.

Y1 hu hiz hivg [ n Equation 10
2 2 hang X2 n
y= = + =
Vi hii o hi hing || ¥ n
Yng hNRl hNRZ —eo WNpNp XNp Ang
Hx+n

The number of rows and columns of the channel matrix H
indicating the channel state is determined by the number of
transmission and reception antennas. The number of rows of
the channel matrix H is equal to the number N of reception
antennas and the number of columns thereof is equal to the
number N, of transmission antennas. That is, the channel
matrix H is an NzxN, matrix.

The rank of the matrix is defined by the smaller of the
number of rows or columns, which is independent from each
other. Accordingly, the rank of the matrix is not greater than
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the number of rows or columns. The rank rank(H) of the
channel matrix H is restricted as follows.

rank(H)=min(N;Ng) Equation 11

When the matrix is subjected to Eigen value decomposi-
tion, the rank may be defined by the number of Eigen values
excluding 0. Similarly, when the matrix is subjected to
singular value decomposition, the rank may be defined by
the number of singular values excluding 0. Accordingly, the
physical meaning of the rank in the channel matrix may be
a maximum number of different transmittable information in
a given channel.

Reference Signal (RS)

In a wireless communication system, since packets are
transmitted through a radio channel, a signal may be dis-
torted during transmission. In order to enable a reception
side to correctly receive the distorted signal, distortion of the
received signal should be corrected using channel informa-
tion. In order to detect the channel information, a method of
transmitting a signal, of which both the transmission side
and the reception side are aware, and detecting channel
information using a distortion degree when the signal is
received through a channel is mainly used. The above signal
is referred to as a pilot signal or a reference signal (RS).

When transmitting and receiving data using multiple
antennas, the channel states between the transmission anten-
nas and the reception antennas should be detected in order
to correctly receive the signal. Accordingly, each transmis-
sion antenna has an individual RS.

A downlink RS includes a Common RS (CRS) shared
among all UEs in a cell and a Dedicated RS (DRS) for only
a specific UE. It is possible to provide information for
channel estimation and demodulation using such RSs.

The reception side (UE) estimates the channel state from
the CRS and feeds an indicator associated with channel
quality, such as a Channel Quality Indicator (CQI), a Pre-
coding Matrix Index (PMI) and/or a Rank Indicator (RI),
back to the transmission side (eNodeB). The CRS may be
also called a cell-specific RS. Alternatively, an RS associ-
ated with the feedback of Channel State Information (CSI)
such as CQI/PMI/RI may be separately defined as a CSI-RS.

The DRS may be transmitted through REs if data
demodulation on a PDSCH is necessary. The UE may
receive the presence/absence of the DRS from a higher layer
and receive information indicating that the DRS is valid only
when the PDSCH is mapped. The DRS may be also called
a UE-specific RS or a Demodulation RS (DRS).

FIG. 7 is a diagram showing a pattern of CRSs and DRSs
mapped on a downlink RB pair defined in the existing 3GPP
LTE system (e.g., Release-8). The downlink RB as a map-
ping unit of the RSs may be expressed in units of one
subframe on a time domainx12 subcarriers on a frequency
domain. That is, on the time axis, one RB has a length of 14
OFDM symbols in case of the normal CP (FIG. 7(a)) and has
a length of 12 OFDM symbols in case of the extended CP
(FIG. 7(b)).

FIG. 7 shows the locations of the RSs on the RB pair in
the system in which the eNodeB supports four transmission
antennas. In FIG. 7, Resource Elements (REs) denoted by
“07, <17, “2” and “3” indicate the locations of the CRSs of
the antenna port indexes 0, 1, 2 and 3, respectively. In FIG.
7, the RE denoted by “D” indicates the location of the DRS.

Hereinafter, the CRS will be described in detail.

The CRS is used to estimate the channel of a physical
antenna and is distributed over the entire band as an RS
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which is able to be commonly received by all UEs located
within a cell. The CRS may be used for CSI acquisition and
data demodulation.

The CRS is defined in various formats according to the
antenna configuration of the transmission side (eNodeB).
The 3GPP LTE (e.g., Release-8) system supports various
antenna configurations, and a downlink signal transmission
side (eNodeB) has three antenna configurations such as a
single antenna, two transmission antennas and four trans-
mission antennas. If the eNodeB performs single-antenna
transmission, RSs for a single antenna port are arranged. If
the eNodeB performs two-antenna transmission, RSs for
two antenna ports are arranged using a Time Division
Multiplexing (TDM) and/or Frequency Division Multiplex-
ing (FDM) scheme. That is, the RSs for the two antenna
ports are arranged in different time resources and/or different
frequency resources so as to be distinguished from each
other. In addition, if the eNodeB performs four-antenna
transmission, RSs for four antenna ports are arranged using
the TDM/FDM scheme. The channel information estimated
by the downlink signal reception side (UE) through the
CRSs may be used to demodulate data transmitted using a
transmission scheme such as single antenna transmission,
transmit diversity, closed-loop spatial multiplexing, open-
loop spatial multiplexing, or Multi-User MIMO (MU-
MIMO).

If multiple antennas are supported, when RS s are trans-
mitted from a certain antenna port, the RSs are transmitted
at the locations of the REs specified according to the RS
pattern and any signal is not transmitted at the locations of
the REs specified for another antenna port.

The rule of mapping the CRSs to the RBs is defined by
Equation 12.

k = 6m+ (v + vgpip)mod6 Equation 12
l:{o,Ng,Lnb—3 if peio, 1}
1 if pei{2,3}
m=0,1,... ,2-NRk-1
m' :m+N,'?§X'DL—NKl?§
0 if p=0and /=0
3 if p—Oand /0
3 if p=land/=0
' 0 if p=1and 20
3(nsmod2) if p=2
3 + 3(n;mod2) if p=3

cell
Vshipp = Njp mod6

In Equation 12, k denotes a subcarrier index, 1 denotes a
symbol index, and p denotes an antenna port index. N, JoF
denotes the number of OFDM symbols of one downlink slot,
Nz~ denotes the number of RBs allocated to the downlink,
n, denotes a slot index, and N,,“” denotes a cell ID. mod
indicates a modulo operation. The location of the RS in the
frequency domain depends on a value V. Since the value
Vi depends on the cell ID, the location of the RS has a
frequency shift value which varies according to the cell.
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More specifically, in order to increase channel estimation
performance through the CRSs, the locations of the CRSs in
the frequency domain may be shifted so as to be changed
according to the cells. For example, if the RSs are located at
an interval of three subcarriers, the RSs are arranged on
3k-th subcarriers in one cell and arranged on (3k+1)-th
subcarriers in the other cell. In view of one antenna port, the
RSs are arranged at an interval of 6 REs (that is, interval of
6 subcarriers) in the frequency domain and are separated
from REs, on which RSs allocated to another antenna port
are arranged, by 3 REs in the frequency domain.

In addition, power boosting is applied to the CRSs. The
power boosting indicates that the RSs are transmitted using
higher power by bringing the powers of the REs except for
the REs allocated for the RSs among the REs of one OFDM
symbol.

In the time domain, the RSs are arranged from a symbol
index (1=0) of each slot as a starting point at a constant
interval. The time interval is differently defined according to
the CP length. The RSs are located on symbol indexes 0 and
4 of the slot in case of the normal CP and are located on
symbol indexes 0 and 3 of the slot in case of the extended
CP. Only RSs for a maximum of two antenna ports are
defined in one OFDM symbol. Accordingly, upon four-
transmission antenna transmission, the RSs for the antenna
ports 0 and 1 are located on the symbol indexes 0 and 4 (the
symbol indexes 0 and 3 in case of the extended CP) of the
slot and the RSs for the antenna ports 2 and 3 are located on
the symbol index 1 of the slot. The frequency locations of
the RSs for the antenna ports 2 and 3 in the frequency
domain are exchanged with each other in a second slot.

In order to support spectrum efficiency higher than that of
the existing 3GPP LTE (e.g., Release-8) system, a system
(e.g., an LTE-A system) having the extended antenna con-
figuration may be designed. The extended antenna configu-
ration may have, for example, eight transmission antennas.
In the system having the extended antenna configuration,
UEs which operate in the existing antenna configuration
needs to be supported, that is, backward compatibility needs
to be supported. Accordingly, it is necessary to support a RS
pattern according to the existing antenna configuration and
to design a new RS pattern for an additional antenna
configuration. If CRSs for the new antenna ports are added
to the system having the existing antenna configuration, RS
overhead is rapidly increased and thus data transfer rate is
reduced. In consideration of these problems, in an LTE-A
(Advanced) system which is an evolution version of the
3GPP LTE system, separate RSs (CSI-RSs) for measuring
the CSI for the new antenna ports may be used.

Hereinafter, the DRS will be described in detail.

The DRS (or UE-specific RS) is used to demodulate data.
A precoding weight used for a specific UE upon multi-
antenna transmission is also used in an RS without change
0 as to estimate an equivalent channel, in which a transfer
channel and the precoding weight transmitted from each
transmission antenna are combined, when the UE receives
the RSs.

The existing 3GPP LTE system (e.g., Release-8) supports
four-transmission antenna transmission as a maximum and
the DRS for Rank 1 beamforming is defined. The DRS for
Rank 1 beamforming is also denoted by the RS for the
antenna port index 5. The rule of the DRS mapped on the
RBs is defined by Equations 13 and 14. Equation 13 is for
the normal CP and Equation 14 is for the extended CP.
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k= (k" )modNFE + NRE . pprp Equation 13
A+ Vap if 1 e1{2,3}

K=
{4m’ + (2 + vgp)mod4 if L € {5, 6}

37=0

6 I'=1
=

2 =2

57=3

2,3 if pymod2 =1
m' =0,1,... ,3NERSCH _ 1

Vo = Nig'mod3

v {0, 1 if rgmod2 =0

k= (k" )modNFE + NRE . ppep Equation 14

, 3m’ + Vi ifl=4
k ={3m’+(2+v5h;ﬁ)m0d3 ifl=1
4 7ei0,
12{1 r=1
l’:{ 0 if pamod2 =0
1,2 if psmod2 =1
m =0,1,... ,4NFDSCH 1

Verip = Nigimod3

In Equations 13 and 14, k denotes a subcarrier index, 1
denotes a symbol index, and p denotes an antenna port.
N, % denotes the resource block size in the frequency
domain and is expressed by the number of subcarriers. nyzz
denotes a physical resource block number. N 725
denotes the bandwidth of the RB of the PDSCH transmis-
sion. n, denotes a slot index, and N,,,*” denotes a cell ID.
mod indicates a modulo operation. The location of the RS in
the frequency domain depends on a value V. Since the
value V,,, depends on the cell ID, the location of the RS has
a frequency shift value which varies according to the cell.

In the LTE-A system which is the evolution version of the
3GPP LTE system, high-order MIMO, multi-cell transmis-
sion, evolved MU-MIMO or the like is considered. In order
to support efficient RS management and a developed trans-
mission scheme, DRS-based data demodulation is consid-
ered. That is, separately from the DRS (antenna port index
5) for Rank 1 beamforming defined in the existing 3GPP
LTE (e.g., Release-8) system, DRSs for two or more layers
may be defined in order to support data transmission through
the added antenna.

Cooperative Multi-Point (CoMP)

According to the improved system performance require-
ments of the 3GPP LTE-A system, CoMP transmission/
reception technology (may be referred to as co-MIMO,
collaborative MIMO or network MIMO) is proposed. The
CoMP technology can increase the performance of the UE
located on a cell edge and increase average sector through-
put.

In general, in a multi-cell environment in which a fre-
quency reuse factor is 1, the performance of the UE located
on the cell edge and average sector throughput may be
reduced due to Inter-Cell Interference (ICI). In order to
reduce the ICI, in the existing LTE system, a method of
enabling the UE located on the cell edge to have appropriate
throughput and performance using a simple passive method
such as Fractional Frequency Reuse (FFR) through the
UE-specific power control in the environment restricted by
interference is applied. However, rather than decreasing the
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use of frequency resources per cell, it is preferable that the
ICI is reduced or the UE reuses the ICI as a desired signal.
In order to accomplish the above object, a CoMP transmis-
sion scheme may be applied.

The CoMP scheme applicable to the downlink may be
largely classified into a Joint Processing (JP) scheme and a
Coordinated Scheduling/Beamforming (CS/CB) scheme.

In the JP scheme, each point (eNodeB) of a CoMP unit
may use data. The CoMP unit refers to a set of eNodeBs used
in the CoMP scheme. The JP scheme may be classified into
a joint transmission scheme and a dynamic cell selection
scheme.

The joint transmission scheme refers to a scheme for
transmitting a PDSCH from a plurality of points (a part or
the whole of the CoMP unit). That is, data transmitted to a
single UE may be simultaneously transmitted from a plu-
rality of transmission points. According to the joint trans-
mission scheme, it is possible to coherently or non-coher-
ently improve the quality of the received signals and to
actively eliminate interference with another UE.

The dynamic cell selection scheme refers to a scheme for
transmitting a PDSCH from one point (of the CoMP unit).
That is, data transmitted to a single UE at a specific time is
transmitted from one point and the other points in the
cooperative unit at that time do not transmit data to the UE.
The point for transmitting the data to the UE may be
dynamically selected.

According to the CS/CB scheme, the CoMP units may
cooperatively perform beamforming of data transmission to
a single UE. Although only a serving cell transmits the data,
user scheduling/beamforming may be determined by the
coordination of the cells of the CoMP unit.

In uplink, coordinated multi-point reception refers to
reception of a signal transmitted by coordination of a
plurality of geographically separated points. The CoMP
scheme applicable to the uplink may be classified into Joint
Reception (JR) and Coordinated Scheduling/Beamforming
(CS/CB).

The JR scheme indicates that a plurality of reception
points receives a signal transmitted through a PUSCH, the
CS/CB scheme indicates that only one point receives a
PUSCH, and user scheduling/beamforming is determined by
the coordination of the cells of the CoMP unit.

Sounding RS (SRS)

An SRS is used for enabling an eNodeB to measure
channel quality so as to perform frequency-selective sched-
uling on the uplink and is not associated with uplink data
and/or control information transmission. However, the pres-
ent invention is not limited thereto and the SRS may be used
for improved power control or supporting of various start-up
functions of UEs which are not recently scheduled.
Examples of the start-up functions may include, for
example, initial Modulation and Coding Scheme (MCS),
initial power control for data transmission, timing advance,
and frequency-semi-selective scheduling (scheduling for
selectively allocating frequency resources in a first slot of a
subframe and pseudo-randomly hopping to another fre-
quency in a second slot).

In addition, the SRS may be used for downlink channel
quality measurement on the assumption that the radio chan-
nel is reciprocal between the uplink and downlink. This
assumption is particularly valid in a Time Division Duplex
(TDD) system in which the same frequency band is shared
between the uplink and the downlink and is divided in the
time domain.

The subframe through which the SRS is transmitted by a
certain UE within the cell is indicated by cell-specific
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broadcast signaling. 4-bit cell-specific “SrsSubframeCon-
figuration” parameter indicates 15 possible configurations of
the subframe through which the SRS can be transmitted
within each radio frame. By such configurations, it is
possible to provide adjustment flexibility of SRS overhead
according to a network arrangement scenario. The remain-
ing one (sixteenth) configuration of the parameters indicates
the switch-off of the SRS transmission within the cell and is
suitable for a serving cell for serving high-rate UEs.

As shown in FIG. 8, the SRS is always transmitted on a
last SC-FDMA symbol of the configured subframe. Accord-
ingly, the SRS and a Demodulation RS (DMRS) are located
on different SC-FDMA symbols. PUSCH data transmission
is not allowed on the SC-FDMA symbol specified for SRS
transmission and thus sounding overhead does not approxi-
mately exceed 7% even when the sounding overhead is
highest (that is, even when SRS transmission symbols are
present in all subframes).

Each SRS symbol is generated by the basic sequence
(random sequence or Zadoff-Ch (ZC)-based sequence set)
with respect to a given time unit and frequency band, and all
UEs within the cell use the same basic sequence. At this
time, the SRS transmission of the plurality of UEs within the
cell in the same time unit and the same frequency band is
orthogonally distinguished by different cyclic shifts of the
base sequence allocated to the plurality of UEs. The SRS
sequences of different cells can be distinguished by allocat-
ing different basic sequences to respective cells, but the
orthogonality between the different basic sequences is not
guaranteed.

Relay Node (RN)

A RN may be considered for, for example, enlargement of
high data rate coverage, improvement of group mobility,
temporary network deployment, improvement of cell edge
throughput and/or provision of network coverage to a new
area.

A RN forwards data transmitted or received between the
eNodeB and the UE, two different links (backhaul link and
access link) are applied to the respective carrier frequency
bands having different attributes. The eNodeB may include
a donor cell. The RN is wirelessly connected to a radio
access network through the donor cell.

The backhaul link between the eNodeB and the RN may
be represented by a backhaul downlink if downlink fre-
quency bands or downlink subframe resources are used, and
may be represented by a backhaul uplink if uplink frequency
bands or uplink subframe resources are used. Here, the
frequency band is resource allocated in a Frequency Divi-
sion Duplex (FDD) mode and the subframe is resource
allocated in a Time Division Duplex (TDD) mode. Similarly,
the access link between the RN and the UE(s) may be
represented by an access downlink if downlink frequency
bands or downlink subframe resources are used, and may be
represented by an access uplink if uplink frequency bands or
uplink subframe resources are used.

The eNodeB must have functions such as uplink reception
and downlink transmission and the UE must have functions
such as uplink transmission and downlink reception. The RN
must have all functions such as backhaul uplink transmis-
sion to the eNodeB, access uplink reception from the UE, the
backhaul downlink reception from the eNodeB and access
downlink transmission to the UE.

FIG. 9 is a diagram showing an example of implementing
transmission and reception functions of a FDD-mode RN.
The reception function of the RN will now be conceptually
described. A downlink signal received from the eNodeB is
forwarded to a Fast Fourier Transform (FFT) module 912
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through a duplexer 911 and is subjected to an OFDMA
baseband reception process 913. An uplink signal received
from the UE is forwarded to a FFT module 922 through a
duplexer 921 and is subjected to a Discrete Fourier Trans-
form-spread-OFDMA (DFT-s-OFDMA) baseband reception
process 923. The process of receiving the downlink signal
from the eNodeB and the process of receiving the uplink
signal from the UE may be simultaneously performed. The
transmission function of the RN will now be described. The
uplink signal transmitted to the eNodeB is transmitted
through a DFT-s-OFDMA baseband transmission process
933, an Inverse FFT (IFFT) module 932 and a duplexer 931.
The downlink signal transmitted to the UE is transmitted
through an OFDM baseband transmission process 943, an
IFFT module 942 and a duplexer 941. The process of
transmitting the uplink signal to the eNodeB and the process
of transmitting the downlink signal to the UE may be
simultaneously performed. In addition, the duplexers shown
as functioning in one direction may be implemented by one
bidirectional duplexer. For example, the duplexer 911 and
the duplexer 931 may be implemented by one bidirectional
duplexer and the duplexer 921 and the duplexer 941 may be
implemented by one bidirectional duplexer. The bidirec-
tional duplexer may branch into the IFFT module associated
with the transmission and reception on a specific carrier
frequency band and the baseband process module line.

In association with the use of the band (or the spectrum)
of the RN, the case where the backhaul link operates in the
same frequency band as the access link is referred to as
“in-band” and the case where the backhaul link and the
access link operate in different frequency bands is referred
to as “out-band”. In both the in-band case and the out-band
case, a UE which operates according to the existing LTE
system (e.g., Release-8), hereinafter, referred to as a legacy
UE, must be able to be connected to the donor cell.

The RN may be classified into a transparent RN or a
non-transparent RN depending on whether or not the UE
recognizes the RN. The term “transparent” indicates that the
UE cannot recognize whether communication with the net-
work is performed through the RN and the term “non-
transparent” indicates that the UE recognizes whether com-
munication with the network is performed through the RN.

In association with the control of the RN, the RN may be
classified into a RN configured as a part of the donor cell or
a RN for controlling the cell.

The RN configured as the part of the donor cell may have
a RN ID, but does not have its cell identity. When at least a
part of Radio Resource Management (RRM) of the RN is
controlled by the eNodeB to which the donor cell belongs
(even when the remaining parts of the RRM are located on
the RN), the RN is configured as the part of the donor cell.
Preferably, such an RN can support a legacy UE. For
example, examples of such an RN include various types of
relays such as smart repeaters, decode-and-forward relays,
L2 (second layer) relays and Type-2 relays.

In the RN for controlling the cell, the RN controls one or
several cells, unique physical layer cell identities are pro-
vided to the cells controlled by the RN, and the same RRM
mechanism may be used. From the viewpoint of the UE,
there is no difference between access to the cell controlled
by the RN and access to the cell controlled by a general
eNodeB. Preferably, the cell controlled by such an RN may
support a legacy UE. For example, examples of such an RN
include self-backhauling relays, L3 (third layer) relays,
Type-1 relays and Type-1a relays.

The Type-1 relay is an in-band relay for controlling a
plurality of cells, which appears to be different from the
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donor cell, from the viewpoint of the UE. In addition, the
plurality of cells has respective physical cell IDs (defined in
the LTE Release-8) and the RN may transmit its synchro-
nization channel, RSs, etc. In a single-cell operation, the UE
may directly receive scheduling information and HARQ
feedback from the RN and transmit its control channel
(Scheduling Request (SR), CQI, ACK/NACK, etc.) to the
RN. In addition, a legacy UE (a UE which operates accord-
ing to the LTE Release-8 system) regards the Type-1 relay
as a legacy eNodeB (an eNodeB which operates according
to the LTE Release-8 system). That is, the Type-1 relay has
backward compatibility. The UEs which operates according
to the LTE-A system regard the Type-1 relay as an eNodeB
different from the legacy eNodeB, thereby achieving per-
formance improvement.

The Type-la relay has the same characteristics as the
above-described Type-1 relay except that it operates as an
out-band relay. The Type-la relay may be configured so as
to minimize or eliminate an influence of the operation
thereof on an LI (first layer) operation.

The Type-2 relay is an in-band relay and does not have a
separate physical cell ID. Thus, a new cell is not established.
The Type-2 relay is transparent to the legacy UE and the
legacy UE does not recognize the presence of the Type-2
relay. The Type-2 relay can transmit a PDSCH, but does not
transmit at least a CRS and a PDCCH.

In order to enable the RN to operate as the in-band relay,
some resources in a time-frequency space must be reserved
for the backhaul link so as not to be used for the access link.
This is called resource partitioning.

The general principle of the resource partitioning in the
RN will now be described. The backhaul downlink and the
access downlink may be multiplexed on one carrier fre-
quency using a Time Division Multiplexing (TDM) scheme
(that is, only one of the backhaul downlink or the access
downlink is activated in a specific time). Similarly, the
backhaul uplink and the access uplink may be multiplexed
on one carrier frequency using the TDM scheme (that is,
only one of the backhaul uplink or the access uplink is
activated in a specific time).

The multiplexing of the backhaul link using a FDD
scheme indicates that backhaul downlink transmission is
performed in a downlink frequency band and the backhaul
uplink transmission is performed in an uplink frequency
band. The multiplexing of the backhaul link using the TDD
scheme indicates that the backhaul downlink transmission is
performed in a downlink subframe of the eNodeB and the
RN and the backhaul uplink transmission is performed in an
uplink subframe of the eNodeB and the RN.

In the in-band relay, for example, if the backhaul down-
link reception from the eNodeB and the access downlink
transmission to the UE are simultaneously performed in a
predetermined frequency band, the signal transmitted from
the transmitter of the RN may be received by the receiver of
the RN and thus signal interference or RF jamming may
occur in the RF front end of the RN. Similarly, if the access
uplink reception from the UE and the backhaul uplink
transmission to the eNodeB are simultaneously performed in
a predetermined frequency band, signal interference may
occur in the RF front end of the RN. Accordingly, it is
difficult to implement the simultaneous transmission and
reception in one frequency band at the RN unless the
received signal and the transmitted signal are sufficiently
separated (for example, unless the transmission antennas
and the reception antennas are sufficiently separated from
each other (for example, on the ground or under the ground)
in terms of geographical positions).
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As a method for solving the signal interference, the RN
operates so as not to transmit a signal to the UE while a
signal is received from the donor cell. That is, a gap may be
generated in the transmission from the RN to the UE and any
transmission from the RN to the UE (including the legacy
UE) may not be performed during such a gap. In FIG. 10, a
first subframe 1010 is a general subframe, in which a
downlink (that is, access downlink) control signal and data
is transmitted from the RN to the UE, and a second subframe
1020 is an Multicast Broadcast Single Frequency Network
(MBSFN) subframe, in which a control signal is transmitted
from the RN to the UE in a control region 1021 of the
downlink subframe, but any signal is not transmitted from
the RN to the UE in the remaining region 1022 of the
downlink subframe. Since the legacy UE expects the trans-
mission of the PDCCH in all downlink subframes (that is,
the RN needs to enable the legacy UEs within its own area
to receive the PDCCH in every subframe so as to perform a
measurement function), for the correct operation of the
legacy UEs, it is necessary to transmit the PDCCH in all the
downlink subframes. Accordingly, even on the subframe
(the second subframe 1020)) set for the transmission of the
downlink (that is, the backhaul downlink) from the eNodeB
to the RN, the RN needs to transmit the access downlink in
first N (N=1, 2 or 3) OFDM symbol intervals of the
subframe, without receiving the backhaul downlink. Since
the PDCCH is transmitted from the RN to the UE in the
control region 1021 of the second subframe, it is possible to
provide backward compatibility to the legacy UE served by
the RN. While any signal is not transmitted from the RN to
the UE in the remaining region 1022 of the second subframe,
the RN may receive the signal transmitted from the eNodeB.
Accordingly, the resource partitioning disables the in-band
RN to simultaneously perform the access downlink trans-
mission and the backhaul downlink reception.

The second subframe 1022 using the MBSFN subframe
will now be described in detail. The MBSFN subframe is for
a multimedia broadcast and multicast service (MBMS) in
principle and MBMS means a service for simultaneously
transmitting the same signal by several cells. The control
region 1021 of the second subframe may be a RN non-
hearing interval. The RN non-hearing interval refers to an
interval in which the RN does not receive a backhaul
downlink signal and transmits an access downlink signal.
This interval may be set to 1, 2 or 3 OFDM lengths as
described above. The RN performs the access downlink
transmission to the UE in the RN non-hearing interval 1021
and performs the backhaul downlink reception from the
eNodeB in the remaining region 1022. At this time, since the
RN cannot simultaneously perform the transmission and
reception in the same frequency band, it takes a certain
length of time to switch the RN from the transmission mode
to the reception mode. Accordingly, it is necessary to set a
guard time (GT) to switch the RN from the transmission
mode to the reception mode in a first portion of the backhaul
downlink reception region 1022. Similarly, even when the
RN receives the backhaul downlink from the eNodeB and
transmits the access downlink to the UE, a guard time (GT)
to switch the RN from the reception mode to the transmis-
sion mode may be set. The length of the guard time may be
set to values of the time domain, for example, values of k
(k=1) time samples Ts or one or more OFDM symbol
lengths. Alternatively, if the backhaul downlink subframes
of the RN are consecutively set or according to a predeter-
mined subframe timing alignment relationship, the guard
time of a last portion of the subframes may not be defined
or set. Such a guard time may be defined only in the
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frequency domain set for the transmission of the backhaul
downlink subframe, in order to maintain backward compat-
ibility (the legacy UE cannot be supported if the guard time
is set in the access downlink interval). The RN can receive
a PDCCH and a PDSCH from the eNodeB in the backhaul
downlink reception interval 1022 except for the guard time.
Such PDCCH and the PDSCH are physical channels dedi-
cated for RN and thus may be represented by an R-PDCCH
(Relay-PDCCH) and an R-PDSCH (Relay-PDSCH).

Communication Between UEs

Communication between a primary UE and a secondary
UE proposed by the present invention may be performed on
uplink (UL) resources or downlink (DL) resources. If UL
resources are used for communication between UEs (a UL
frequency band is used in an FDD system and a UL
subframe is used in a TDD system), the LIE may funda-
mentally have transmission capability on UL resources in
order to transmit a signal to an eNB. In order to apply the
present invention, one UE may further have reception capa-
bility on UL resources in order to communicate with another
UE, in addition to transmission capability on resources.
Alternatively, if DL resources are used for communication
between UEs (a DL frequency band is used in an FDD
system and a DL subframe is used in a TDD system), the UE
may further have transmission capability is addition to
reception capability on DL resources.

Hereinafter, an embodiment of the present invention in
which communication between a primary UE and a second-
ary UE uses a modification of the existing DL subframe
structure will be described. If communication between UEs
is performed using UL resources, a DL subframe structure is
used to transmit a signal from one UE to another UE but
such a DL subframe structure may be used in a band
swapping manner configured on UL resources, not on DL
resources.

Embodiment 1

The present embodiment relates to a method of using the
existing DL relay subframe structure.

FIG. 11 is a diagram showing the structure of the existing
DL relay subframe. The DL relay subframe structure is
fundamentally similar to the second subframe 1020 of FIG.
10 and details thereof will be described with reference to
FIG. 11. R-PDCCHs 1120 and 1130 are control channels for
an RN and may located on OFDM (or SC-FDMA) symbols
after a PDCCH 1110 which is a control channel for another
macro UE (a UE which directly receives a service from a
macro eNB). The RN may transmit a PDCCH to UEs served
thereby in a PDCCH region 1110 and then perform trans-
mission-reception (Tx-Rx) switching to receive R-PDCCHs
1120 and 1130 from an eNB. In a region in which the RN
may receive a signal from the eNB, the R-PDCCH 1120 for
DL allocation (or DL scheduling) may be transmitted on a
first slot and a PDSCH for UL grant (or UL scheduling) or
a PDSCH for an RN may be transmitted on a second slot
(1130). A frequency region (e.g., PRBs) in which there is no
R-PDCCH transmission may be used for PDSCH transmis-
sion for the macro UE (1140).

In the present embodiment, the PDCCH region 1110 of
FIG. 11 is blank and is used for carrier sensing of the
primary UE and/or the secondary UE. FIG. 12 is a diagram
showing a subframe structure according to the present
embodiment.

A UE may sense a carrier signal of a corresponding
subframe in a PDCCH region 1210. Carrier sensing means
detecting transmission/reception of another adjacent UE in a
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corresponding region. If it is detected that another adjacent
UE (e.g., the primary UE 130 of FIG. 1) transmits or
receives a signal in a corresponding subframe, communica-
tion between the primary UE and the secondary UE using
relatively low transmit power may receive strong interfer-
ence by signal transmission/reception of another adjacent
UE. Carrier sensing in the PDCCH region 1210 may be
performed by the primary UE and/or the secondary UE. As
a result, if it is determined that signal transmission/reception
of another adjacent UE in the PDCCH region 1210 of a
certain subframe is not performed, the subframe may be
regarded as being used for communication between the
primary UE and the secondary UE.

FIG. 12 shows an example of a subframe structure used
for transmission from a primary UE (P-UE) to a secondary
UE (S-UE).

If the present embodiment is applied to UL resources, the
primary UE which was in a transmission mode in a previous
subframe additionally performs Tx-Rx switching in a part
(one or more OFDM (or SC-FDMA) symbols) of a blank
region 1210 and then performs carrier sensing in the remain-
ing region until a control channel 1220 for the secondary UE
is transmitted. At this time, the control channel for the
secondary UE may be newly defined or the existing channel
structure may be reused. For example, an R-PDCCH defined
in a DL relay subframe structure may be used as a control
channel for S-UE. A control channel transmitted in the
existing data region, such as an R-PDCCH, may be referred
to as an e-PDCCH. FIG. 12 shows an example in which the
secondary UE operates in a reception mode, in which a
second slot 1230 of a PRB in which an R-PDCCH (or an
e-PDCCH) is present, may be used to transmit an R-PDCCH
(or e-PDCCH) or PDSCH for the secondary UE. A PRB
1240 in which an R-PDCCH is not present may be used to
transmit PDSCH for the secondary UE.

Embodiment 2

The present embodiment relates to a subframe structure
when a secondary UE operates in a transmission mode. The
present embodiment may include a method of utilizing only
a second slot and a method of utilizing both first and second
slots for transmission of the secondary UE.

Embodiment 2-1

The present embodiment relates to a method of utilizing
only a second slot for transmission of a secondary UE.

FIG. 13 is a diagram showing a region in which Tx-Rx
switching is performed in a subframe structure when only a
second slot is utilized for transmission of a secondary UE.
If only the second slot is utilized for transmission of a
secondary UE, a primary UE must perform TX-RX switch-
ing in order to receive a signal in a reception mode. A last
OFDM (or SC-FDMA) symbol of a first slot as shown in
FIG. 13(a) or a first OFDM (or SC-FDMA) symbol of a
second slot as shown in FIG. 13(b) may be used for Tx-Rx
switching.

In the subframe structure of the example of FIG. 13, an
R-PDCCH (or an e-PDCCH) and PDSCH for the secondary
UE may be transmitted on the first slot. On the second slot,
an R-PDCCH (or an e-PDCCH) for the secondary UE may
be transmitted according to circumstances or a PDSCH for
the primary UE or the secondary UE may be transmitted
according to a transmission/reception mode of the secondary
UE. That is, the PDSCH for the secondary UE may be
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transmitted in the reception mode and the PDSCH for the
primary UE may be transmitted in the transmission mode.

The transmission/reception mode of the secondary UE
may be determined via an indicator included in the R-PD-
CCH (or the e-PDCCH) of the first slot. For example, the
indicator included in the control channel for S-UE of the first
slot may be UL grant for a signal transmitted on the second
slot. That is, the first slot may be used for DL allocation and
UL grant transmission and the second slot may be used for
PDSCH transmission.

Alternatively, the indicator included in the control chan-
nel for S-UE of the first slot may be defined as a trigger for
determining a transmission/reception mode. In this case, a
DL relay subframe structure may be reused in the first slot
and UE grant may include an R-PDCCH (or an e-PDCCH)
of the second slot. In this case, the secondary UE may
preconfigure a signal to be transmitted based on previously
received UL grant information and transmit the preconfig-
ured signal in an arbitrary subframe when a trigger indicat-
ing transmission is received via a control channel for S-UE
of a first slot of an arbitrary subframe.

If a signal is transmitted from the primary UE to the
secondary UE using UL resources, the primary UE may not
perform Tx-Rx switching between subframes when a signal
is transmitted to an eNB in a UL subframe next to a
subframe in which transmission to the secondary UE is
performed. Accordingly, the primary UE may perform trans-
mission using all OFDM (or SC-FDMA) symbols of the
second slot. However, if a difference between power of a
signal transmitted to the secondary UE and power of a signal
to be transmitted to the eNB in a next subframe is large, a
rapid output power change is necessary in an amplifier of the
primary UE. In order to use a power amplifier for signifi-
cantly changing an output in a very short time, cost may be
increased or implementation may be impossible. In this case,
a power change interval is necessary in a last portion of a
subframe. Alternatively, if the primary UE transmits a signal
to the secondary UE using DL resources, the primary UE
must perform Tx-Rx switching in order to receive a signal
from the eNB in a DL subframe next to a subframe in which
transmission to the secondary UE is performed. Similarly to
the primary UE, even in operation of the secondary UE, a
power change interval or a Tx-Rx switching interval may be
necessary in a last portion of one subframe. FIG. 14(a) and
FIG. 14(b) show examples of defining a Tx-Rx switching
interval (or a power change interval) in a last portion of a
subframe in addition to the subframe of FIGS. 13(a) and
13(b).

In order to apply the subframe structure shown in FIG. 14,
the primary UE may include an indicator in a control
channel for the secondary UE. This indicator may inform the
secondary UE as to whether the signal transmitted by the
primary UE also includes a last OFDM (or SC-FDMA)
symbol of a corresponding subframe.

Alternatively, the UE may always transmit/receive a sig-
nal using OFDM (or SC-FDMA) symbols excluding a last
OFDM (or SC-FDMA) symbol without defining a separate
indicator. Alternatively, the UE may always transmit/receive
a signal using OFDM (or SC-FDMA) symbols including the
last OFDM symbol without defining a separate indicator. In
this case, it is possible to simply implement transmission/
reception between a P-UE and S-UE without separate con-
trol signaling overhead.

Embodiment 2-2

The present embodiment relates to a method of utilizing
both first and second slots for transmission of a secondary
UE.
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FIG. 15 shows a subframe structure when both first and
second slots are utilized for transmission of the secondary
UE. In a method of transmitting a signal from the secondary
UE to the primary UE, as in the examples of FIGS. 13 and
14, the transmission/reception mode of the secondary UE in
the second slot may not be determined via the R-PDCCH (or
the e-PDCCH) in the first slot and the secondary UE may be
defined to transmit a signal in both first and second slots at
a predefined time as shown in FIG. 15. In this case, since a
Tx-Rx switching interval is not necessary within a subframe,
more OFDM (or SC-FDMA) symbols may be used for
signal transmission of the secondary UE. The subframe
corresponding to the predefined time when the secondary
UE operates in the transmission mode may be predetermined
when a predetermined time has elapsed after UL grant is
received (after four subframes (that is, 4 ms)). Alternatively,
the subframe corresponding to the predefined time when the
secondary UE operates in the transmission mode may be
specified via an R-PDCCH (an e-PDCCH) for the secondary
UE and the secondary UE may perform transmission using
both first and second slots in the specified subframe.

In addition, the secondary UE which receives UL grant
may be defined to transmit a signal in one or several
subframes after the specified time has elapsed. In this case,
the secondary UE may always perform transmission in only
one subframe after the specified time or the primary UE may
indicate the number of subframes used for transmission of
the secondary UE based on information about a buffer status
report of the secondary UE when the primary UE transmits
UL grant. Alternatively, the number of subframes to be used
for transmission may be determined by the secondary UE.
For example, a flag indicating whether continuous data
transmission is performed within a PDSCH for the primary
UE may be defined and the number of subframes to be used
for transmission of the secondary UE may be controlled via
this flag information.

Since the primary UE is set to the reception mode at a
predefined time, the secondary UE may transmit a signal in
all OFDM (or SC-FDMA) symbols as shown in FIG. 15(a).

Alternatively, as shown in FIG. 15(b), the secondary UE
may perform carrier sensing in some OFDM (or SC-FDMA)
symbols of a subframe and then transmit a signal. In this
case, if it is determined that the secondary UE may perform
transmission via carrier sensing, the secondary UE may
transmit a signal to the primary UE. If it is determined that
signal transmission may not be performed, the secondary
UE may receive new UL grant and attempt retransmission.
Alternatively, subframes for retransmission may be defined
in advance and the secondary UE may attempt retransmis-
sion in the subframes and the primary UE may be set to a
reception mode. Alternatively, retransmission may be con-
tinuously attempted until transmission of the secondary UE
becomes possible. At this time, the number of subframes
which may be used for retransmission of the secondary UE
may be unrestricted or may be restricted to a predetermined
value and the primary UE may transmit UL grant if the
predetermined value is reached.

If transmission of the secondary UE on UL resources is
performed as in the example of FIG. 15 and then transmis-
sion to the eNB is performed in a next subframe, a power
change interval may be necessary. Alternatively, in a next
subframe after transmission of the secondary UE on DL
resources is performed as in the example of FIG. 15, a Tx-Rx
switching interval may be necessary for DL reception. In this
case, as shown in FIG. 16, a Tx-Rx switching interval or a
power change interval may be defined in a last portion of the
subframe.
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FIGS. 16(a) and 16(b) show examples of defining a
Tx-Rx switching interval (or a power change interval) in a
last portion of a subframe in addition to the subframe
structure of FIGS. 15(a) and 15(5).

In order to apply the subframe structure shown in FIG. 16,
it is possible to indicate whether a last OFDM (or SC-
FDMA) symbol of a subframe is used for transmission of the
secondary UE in advance. For example, an indicator indi-
cating whether the last OFDM (or SC-FDMA) symbol of the
subframe is used for transmission of the secondary UE may
be included in a control channel for the secondary UE.
Alternatively, the UE may always use or may not use a last
OFDM (or SC-FDMA) symbol of a subframe without
defining a separate indicator. In this case, it is possible to
simply implement transmission/reception between a P-UE
and S-UE without separate control signaling overhead.

Embodiment 3

The present embodiment relates to a method of utilizing
UL resources (a UL frequency band in an FDD system and
a UL subframe in a TDD system) in communication between
the primary UE and the secondary UE.

According to the present embodiment, since the primary
UE already has UL transmission capability for communica-
tion with the eNB; it is possible to perform communication
between the primary UE and the secondary UE without
additional DL transmission capability. According to the
present embodiment, it is possible to mitigate interference
generated by communication between another UE and the
eNB. For example, since the eNB generally transmits a
signal with a very high intensity (e.g., a CRS, a primary
synchronization signal (PSS), a secondary synchronization
signal (SSS), a physical broadcast channel (PBCH), etc.)
using DL resources, UL resources are used for communica-
tion between UEs instead of DL resources so as to avoid
interference generated by a strong signal transmitted from
the eNB to another UE. If DL resources are used for
communication between UEs, communication between the
primary UE and the secondary UE may cause strong UE-to-
UE interference when another adjacent UE receives a DL
signal from the eNB. However, in the embodiment, if UL
resources are used for communication between UEs, inter-
ference may not be caused when another adjacent UE
receives a DL signal from the eNB.

In the present embodiment, a method of utilizing two slots
configuring one UL subframe for different purposes is
proposed. FIG. 17 is a diagram showing a UL subframe
structure according to the present embodiment. As shown in
FIG. 17, a first slot of one UL subframe may be used for a
region for transmitting/receiving a control signal and a
second slot thereof may be used for a region for transmitting/
receiving a data signal. In particular, the second slot used for
the data region may be configured equally to that used for
PUSCH transmission defined in the existing LTE system.
For example, configuration of an uplink demodulation ref-
erence signal (DMRS), physical resource mapping and
modulation and coding scheme defined in the existing LTE
system may be used without change. While PUSCH trans-
mission is performed over two slots of a UL subframe in the
existing LTE system, data transmission is performed only in
the second slot in the present embodiment. In this case, since
the existing PUSCH transmission scheme may be reused for
data communication between UEs, it is possible to minimize
increase in complexity for implementing data communica-
tion between UEs. In addition, in order to more simply
define communication between UEs, a signal transmitted in
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the second slot may be defined to occupy a specific band-
width in advance. For example, the signal transmitted in the
second slot may be predefined to occupy an overall system
bandwidth.

If UL transmission from the primary UE to the eNB is
performed in a specific UL subframe, the primary UE may
not perform communication with the secondary UE con-
nected thereto in the UL subframe. Accordingly, communi-
cation between the primary UE and the secondary UE may
be restricted to be performed only in a subframe in which the
primary UE does not perform transmission to the eNB. The
primary UE may be aware of whether the primary UE
performs UL transmission to the eNB in the UL subframe in
advance. For example, in case of PUSCH, SRS, UL ACK/
NACK transmission dynamically scheduled to the primary
UE by the eNB, such a scheduling message may be sent to
the UE before a minimum of 4 ms. In addition, the eNB may
inform the primary UE as to when periodic channel state
information (CSI) report, periodic SRS, semi-persistent
scheduling must be transmitted in advance via higher layer
signaling (e.g., RRC signaling). Accordingly, since the pri-
mary UE may determine a subframe in which transmission
to the eNB is performed in advance, communication
between the primary UE and the secondary UE may be
performed in the remaining subframes.

Embodiment 4

The present embodiment relates to an OFDM (or SC-
FDMA) configuration method for carrier sensing among
detailed configuration methods of the first slot used as a
control signal region in a UL subframe.

Referring to FIG. 18, the primary UE and/or the second-
ary UE may sense a carrier signal in the first one or plurality
of OFDM (or SC-FDMA) symbols 1810 of a subframe.
Carrier sensing is used to determine whether transmission/
reception of another adjacent UE is performed. If an adja-
cent UE performs signal transmission/reception in a sub-
frame, communication between the primary UE and the
secondary UE using relatively low transmit power may be
subject to strong interference. If it is determined that signal
transmission/reception of another adjacent UE is not per-
formed in a subframe as the result of performing carrier
sensing by the primary UE and/or the secondary UE, the
subframe may be regarded as being used for communication
between the primary UE and the secondary UE.

The size of the region 1810 (that is, the number of OFDM
(or SC-FDMA) symbols) in which the primary UE and/or
the secondary UE performs carrier sensing may be deter-
mined as follows. First, timing advance will be briefly
described. If distances between UEs and an eNB are differ-
ent, propagation delays from the UEs to the eNB are
different. If the eNB receives uplink subframes from a
plurality of UEs, the uplink subframes may be received at
different timings. In order to solve such a problem, the eNB
may signal appropriate timing advance values to the UEs,
the UEs may control uplink subframe transmission timings
according to the signaled timing advance values, and, as a
result, the eNB may receive the uplink subframes from the
plurality of UEs at the same timing.

If another UE is located far from the primary UE or the
secondary UE (on the assumption that signal transmission/
reception of the other UE causes interference with commu-
nication between UEs), a timing advance value used by the
primary UE or the secondary UE and a timing advance value
used by the other UE may be different. In this case, it is
necessary to substantially consider propagation delay from
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the other UE to the primary/secondary UE. That is, a signal
transmitted in a first OFDM (or SC-FDMA) symbol of an
uplink subframe of the other UE may generate interference
with respect to the primary/secondary UE at timings of the
OFDM (or SC-FDMA) symbols other than the first symbol
of the uplink subframe of the primary/secondary UE due to
propagation delay. Accordingly, if the number of OFDM (or
SC-FDMA) symbols for carrier signal sensing is not suffi-
cient, the signal transmitted by the other UE may reach the
primary/secondary UE after carrier sensing of the primary/
secondary UE has been finished. In order to solve such a
problem, the eNB may set the number of OFDM (or
SC-FDMA) symbols 1810 to be used for carrier sensing by
the primary/secondary UE with respect to the primary/
secondary UE via a higher layer signal, etc. For example, the
eNB may inform the primary/secondary UE of the number
of OFDM (or SC-FDMA) symbols 1810 to be used for
carrier sensing based on a distance of the other UE which
may obstruct communication between the primary UE and
the secondary UE within the cell.

The transmission/reception operation of the primary UE
and/or the secondary UE may be determined according to
the carrier sensing result. For example, the primary UE may
schedule and transmit data transmission in the second slot to
the secondary UE if another adjacent UE is not detected as
the carrier sensing result. Similarly to the primary UE, the
secondary UE may perform carrier sensing before a trans-
mission operation and perform a transmission operation in
the second slot according to an instruction of the primary UE
only when another UE which performs communication in
the subframe is not detected.

Embodiment 5

The present embodiment relates to a method of config-
uring a control channel for a secondary UE among detailed
configuration methods of a first slot used as a control signal
region in a UL subframe. That is, the primary UE may
transmit a control channel for the secondary UE (on 1820 of
FIG. 18) using some OFDM (or SC-FDMA) symbol(s) after
an OFDM (or SC-FDMA) symbol in which carrier sensing
is performed. An indicator (Tx/Rx indicator) indicating
whether the secondary UE performs a transmission opera-
tion or a reception operation in the second slot of the
subframe may be included in the control channel for the
secondary UE of the first slot.

If the indicator (Tx/Rx indicator) included in the control
channel for the secondary UE indicates transmission of the
secondary UE in a certain subframe, the primary UE may
add an identifier of the secondary UE to the control channel.
Thus, the secondary UE having the identifier may be
instructed to transmit data in the second slot of the subframe.

In addition, the secondary UE which receives the identi-
fier may multiplex an ACK/NACK signal indicating
whether data received from the primary UE is successfully
received (or decoding is successfully performed) with data
(1840 of FIG. 18) transmitted in the second slot and transmit
the multiplexed signal. The operation of multiplexing the
ACK/NACK signal with the data by the secondary UE may
be performed according to an instruction of the primary UE
and the primary UE may add an ACK/NACK multiplexing
request indicator to the control channel for the secondary
UE.

In this case, as an example of multiplexing the ACK/
NACK signal with the data by the secondary UE, a method
of piggybacking a PUCCH on a PUSCH may be used. As
such a piggybacking method, as defined in 3GPP LTE, if
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PUCCH transmission and PUSCH transmission must be
simultaneously performed, a method of piggybacking the
PUCCH on resources allocated for the PUSCH may be
reused. That is, the secondary UE may insert the ACK/
NACK signal into a portion of resources (1840 of FIG. 18)
used to transmit data instead of the data signal transmitted by
the secondary UE and transmit the resources to the primary
UE.

If ACK/NACK indicating whether one or more pieces of
data have been successfully received from the primary UE
up to now must be transmitted, ACK information is trans-
mitted only when all one or more pieces of data have been
successfully decoded and, otherwise (that is, if one or more
pieces of data fails to be decoded) NACK information is
transmitted.

If the primary UE transmits the control channel indicating
that the secondary UE will receive data to the secondary UE
but the secondary UE does not detect the control channel,
the secondary UE does not receive data indicated by the
control channel which is not detected. However, since the
secondary UE is not aware that the primary UE has trans-
mitted the control channel and the data, the secondary UE
may determine that all data transmitted by the primary UE
has been received and transmit ACK, although specific data
fails to be received. ACK transmitted from the secondary UE
to the primary UE may not indicate reception failure. In
order to prevent such a problem, the primary UE may use a
counter indicating the number of times of transmission of
data to a specific secondary UE. That is, the primary UE may
increase the counter one by one whenever data is transmitted
to the secondary UE and check whether the secondary UE
does not receive specific data of a plurality of pieces of data.

If the indicator (Tx/Rx indicator) included in the control
channel for the secondary UE indicates transmission of the
secondary UE in a certain subframe but does not include the
identifier of a specific secondary UE, the primary UE may
use the second slot of the subframe for random access of the
secondary UEs. Alternatively, the second slot may be indi-
cated for random access of the secondary UEs using a
predefined special indicator (alternatively, the above Tx/Rx
indicator may have a predefined special value) included in
the control channel for the secondary UE. That is, if the
secondary UE receives the indicator indicating transmission
but the indicator does not include the identifier of the
specific UE or if the predefined special indicator is included,
the secondary UE may perform a random access procedure.
Through the random access procedure, the secondary UE
may transmit, to the primary UE, a signal (scheduling
request) for requesting scheduling of the secondary UE or a
signal (buffer status report) indicating information such as
the amount of data stored in a buffer thereof.

FIG. 19 is a diagram showing an example of a signal
structure used by a secondary UE for random access. The
example of the signal used for random access of FIG. 19
may be transmitted from the secondary UE to the primary
UE in the data region 1840 of the second slot of FIG. 18. In
the example of FIG. 19, the secondary UE transmits a
preamble for signal detection or channel estimation and then
transmits payload such as secondary UE ID, scheduling
request or buffer status report. Here, since communication
between UEs is performed over a short distance, the pre-
amble preferably occupies a small number of SC-FDMA
symbols if possible. For example, random access preamble
format 4 defined in 3GPP LTE may be reused as the
preamble (see section 5.7.1 of 3GPP TS 36.211). In addition,
in order to enable the primary UE to more easily detect
random access from the secondary UE, resources (RBs) used
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for random access from the secondary UE may be pre-
defined or restricted to resources specified by the primary
UE.

If the indicator (Tx/Rx indicator) included in the control
channel for the secondary UE indicates reception of the
secondary UE in a certain subframe, the primary UE may
add the secondary UE ID to the control channel and indicate
that the secondary having the identifier receives data in the
second slot of the subframe. Alternatively, if the indicator
(Tx/Rx indicator) included in the control channel for the
secondary UE indicates reception of the secondary UE in a
certain subframe, the primary UE may include a predefined
specific indicator in the control channel and indicate that all
secondary UEs connected to the primary UE receive data in
the second slot of the subframe. This is advantageous when
a variety of control information which must be received by
all secondary UEs is transmitted via the data region (1840 of
FIG. 18).

Additionally, the control channel for the secondary UE in
a certain subframe may include a variety of control infor-
mation such as an ACK/NACK signal indicating whether the
primary UE successfully receives data previously transmit-
ted by the secondary UE. The structure of such a control
channel will be described with reference to FIG. 20.

FIG. 20 is a diagram showing an exemplary structure of
a control channel for a secondary UE. The control channel
shown in FIG. 20 may be transmitted from the primary UE
to the secondary UE on the control channel region 1820 of
the first slot of FIG. 18. As shown in FIG. 20, the control
channel may include a preamble and a payload that respec-
tively correspond to the preamble 1821 and the control
channel payload 1822 of FIG. 18. The preamble of the
control channel may be used for signal detection and chan-
nel estimation and the payload of the control channel may
include a Tx/Rx indicator indicating transmission/reception
of the secondary UE, a secondary UE 1D, ACK/NACK, etc.

The random access format of the secondary UE shown in
FIG. 19 and the basic structure of the control channel for the
secondary UE shown in FIG. 20 are equally designed to
further reduce complexity of the UE operation.

As shown in FIG. 18, the last one or plurality of OFDM
(or SC-FDMA) symbols 1830 of the first slot may be set to
null symbol(s) in which no signal is transmitted by the
primary UE. During this portion 1830, Tx-Rx switching of
the primary UE and/or the secondary UE may be performed.
Next, a configuration method of a second slot of a subframe
structure proposed by the present invention will be
described.

Embodiment 6

The present embodiment relates to a detailed configura-
tion method of a second slot used as a data signal region in
a UL subframe.

If the primary UE must receive a signal from the second-
ary UE in a certain subframe and transmit a signal to the
eNB in a next subframe, in order to ensure a time for
switching the primary UE from a reception mode to a
transmission mode, last one (or a plurality of) OFDM (or
SC-FDMA) symbols of the subframe may not be used for
signal transmission of the secondary UE (signal reception by
the primary UE from the secondary UE). That is, a Tx-Rx
switching region 1850 of FIG. 18 may be configured. The
primary UE may include an indicator indicating whether the
last one or plurality of OFDM (or SC-FDMA) symbols of
the second slot is used for data transmission in the control
channel 1820 for the secondary UE of the first slot. Alter-
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natively, the secondary UE which receives information
indicating transmission to the primary UE in the second slot
may always perform data transmission using only the
OFDM (or SC-FDMA) symbol of the second slot excluding
the last one (or the plurality of) OFDM (or SC-FDMA)
symbols. In this case, an indicator indicating whether the last
OFDM (or SC-FDMA) symbol of the second slot is used
does not need to be included in the control channel of the
first slot such that the UE operation is more simply defined.

Meanwhile, if the primary UE must transmit a signal to
the second UE in a certain subframe and transmit a signal to
the eNB in a next subframe, Tx/Rx switching of the primary
UE is not necessary. Accordingly, the primary UE may use
all OFDM (or SC-FDMA) symbols of the second slot for
data transmission. If a difference between power of a signal
transmitted from the primary UE to the secondary UE in the
subframe and power of a signal transmitted to the eNB in a
next subframe is large, power output from the amplifier of
the primary UE is rapidly changed. Thus, it is necessary to
configure a power change interval similarly to the above-
described Tx-Rx switching interval 1850.

The primary UE may include one indicator in the control
channel for the secondary UE and inform the secondary UE
as to whether the data transmitted by the primary UE is
included even in the last OFDM (or SC-FDMA) symbol or
whether the power change interval is configured using this
indicator. Alternatively, without defining this indicator, the
primary UE may be configured to always transmit data using
symbols excluding the last OFDM (or SC-FDMA) symbols.
In this case, it is possible to mitigate complexity of the UE
operation.

Embodiment 7

Scheduling of signal transmission/reception to/from the
secondary UE by the primary UE was described in the
above-described examples. Hereinafter, as another method
for communication between UEs proposed by the present
invention, a method of directly scheduling communication
between UEs at an eNB will be described. However,
examples of subframe structures, resource configurations
and channel structures described in Embodiments 1 to 6 or
one or more combinations thereof are applicable to the
method of directly scheduling communication between UEs
at the eNB.

If the eNB directly performs scheduling of communica-
tion between UEs, the primary UE and the secondary UE
read a scheduling message of the eNB (e.g., a UL/DL
scheduling message transmitted by the eNB via a PDCCH)
and confirm on which resource communication between
UEs is scheduled or when communication between UEs is
scheduled.

Embodiment 7-1

The present embodiment relates to a method of reading
the same scheduling message at a primary UE and a sec-
ondary UE.

The eNB may transmit one scheduling message and two
UEs (the primary UE and the secondary UE) read this
message and confirm information about communication
between UEs. The eNB may configure a UE communication
pair for performing mutual communication. One UE com-
munication pair may include one primary UE and one
secondary UE in case of unicast or include one primary UE
and a plurality of secondary UEs in case of multicast. From
the viewpoint of the eNB, a plurality of UE communication
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pairs may be configured. The eNB may assign a unique
identifier (ID) to each UE communication pair and transmit
a scheduling message according to the ID of the UE com-
munication pair. The UE belonging to each UE communi-
cation pair may detect a scheduling message using the ID
assigned to the UE communication pair to which the UE
belongs (for examples, decodes a PDCCH CRC-masked
with the UE communication pair ID), thereby confirming
scheduling information (resources such as time/frequency)
of the UE communication network pair to which the UE
belongs.

The UE communication pairs may be assigned separate
IDs according to directivity. For example, assume that
transmission/reception between two UEs (e.g., UE1 and
UE2) is alternately and repeatedly performed. In this case,
the eNB may assign one ID to a UE communication pair
which is transmitted by the UE1 and received by the UE2
and assign another ID to a UE communication pair which is
transmitted by the UE2 and received by the UEL. If the ID
is assigned to the UE communication network pair accord-
ing to the transmission/reception direction, since a determi-
nation as to which UE performs transmission or which UE
performs reception is made by only decoding the scheduling
message (that is, since a separate signal indicating a trans-
mission UE or a reception UE is not necessary), it is possible
to reduce complexity of the UE operation.

However, if the ID assigned to the UE communication
pair varies according to directivity, the number of IDs to be
assigned to individual UEs by the eNB may be increased as
compared to the case in which the ID is assigned to the UE
communication pair regardless of directivity (that is, without
distinction between the transmission/reception side).
Accordingly, the ID may be assigned to the UE communi-
cation pair regardless of directivity without distinction
between the transmission/reception side (that is, the same ID
is assigned to the UE communication pair which is trans-
mitted by the UE1 and received by the UE2 and the UE
communication pair which is transmitted by the UE2 and
received by the UE1). In this case, a separate signaling field
may be defined in a scheduling message to indicate a
transmission side and a reception side.

If the ID is assigned to the UE communication pair, one
UE may have two or more IDs with respect to UL trans-
mission. For example, one ID is for UL transmission to the
eNB and another ID is for transmission to another UE.

A variety of uplink control information indicated by the
eNB may be separately managed according to ID. For
example, in case of closed loop power control for increasing
or decreasing transmit power during a certain time to a
predetermined level as compared to the existing transmit
power, the UE may accumulate only power control com-
mand transmitted via the same ID and accumulate power
control commands transmitted via another ID. This is
because the reception side to be scheduled is changed
according to ID and thus the appropriate power control value
is changed according to the reception side. For example, if
the eNB does not indicate what receives uplink control
information (e.g., an eNB or a UE), the UE which receives
uplink control information is not directly aware of an uplink
transmission destination but applies control information of
uplink transmission which varies according to destinations if
uplink control information is managed using the ID assigned
according to the uplink reception side.

Alternatively, in case of transmission for communication
between UEs, transmit power having a predetermined level
(e.g., minimum transmit power) may be defined in advance
without separate power control. Since communication
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between UEs is generally performed over a short distance,
communication may be performed with low transmit power.
In this case, the eNB may not provide an uplink power
control command to a UE communication pair ID for
communication between UEs or the UE may ignore the
power control command if the power control command is
included in the scheduling message for the UE communi-
cation pair ID.

Embodiment 7-2

The present embodiment relates to a method of reading a
separate scheduling message at a primary UE and a second-
ary UE.

The eNB may transmit a separate scheduling message to
UEs that communicate with each other. Each UE may read
the scheduling message corresponding to the ID thereof and
detect the location of resources used to schedule communi-
cation between the UEs. In this method, since the ID used
for communication between each UE and the eNB may be
used in a scheduling message for communication between
UEs, it is possible to mitigate complexity of the UE opera-
tion in view of detection of the scheduling message. For
example, since the UE performs PDCCH blind decoding
with only one ID regardless of whether communication with
the eNB or communication with another UE is performed,
PDCCH blind decoding is not performed with an ID which
varies according to the type of a communication counterpart
and thus decoding delay may be reduced.

If only one ID is assigned to each UE regardless of the
type of the communication counterpart, the eNB may define
a separate signaling field in the scheduling message and
indicate whether scheduling information is for transmission
to the eNB or transmission to another UE or whether the UE
which receives the scheduling message receives a signal
from another UE using the field.

In addition, the signaling field (the field indicating the
communication counterpart and the transmission/reception
side) may be associated with uplink power control of the UE
which receives the scheduling message. That is, the power
control command is transmitted via a PDCCH masked with
the same ID regardless of the communication counterpart,
but the power control command must be separately accu-
mulated if the content of the signaling field is the same. For
example, the power control command included in the sched-
uling message must be added to the power control com-
mands included in the scheduling message for transmission
to the eNB if the scheduling message received at a specific
time is for transmission to the eNB and must not be added
to the power control commands included in the scheduling
message in the other case (e.g., transmission to another UE).

Alternatively, in case of transmission for communication
between UEs, transmit power having a predetermined level
(e.g., minimum transmit power) may be defined in advance
without separate power control. Since communication
between UEs is generally performed over a short distance,
communication may be performed with low transmit power.
In this case, the eNB may not include an uplink power
control command in the scheduling message for communi-
cation between UEs or the UE may ignore the power control
command if the power control command is included in the
scheduling message.

Embodiment 7-3

The present embodiment relates to a method of reading a
scheduling message of a primary UE at a secondary UE.
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According to the present embodiment, the primary UE
may operate equally to Embodiment 7-2. That is, the pri-
mary UE may reuse the 1D used for communication with the
eNB without change and receive a scheduling message for
communication between UEs. In this case, the eNB may not
assign a separate ID to the secondary UE.

Meanwhile, the secondary UE may receive the ID of the
primary UE from the eNB via a higher layer signal in
advance and attempt to detect the scheduling message with
the ID of the primary UE. This may mean that the secondary
UE overhears the scheduling message from the eNB to the
primary UE. If the scheduling message is successfully read,
the secondary UE may check when the primary UE trans-
mits a signal thereto using which resources.

It is necessary to determine whether the scheduling mes-
sage for the primary UE read by the secondary UE is for
transmission from the primary UE to the eNB or for trans-
mission from the primary UE to the secondary UE. Accord-
ingly, an indication field indicating a transmission destina-
tion of the primary UE may be added to the scheduling
message.

The present embodiment is particularly advantageous in
that a simple operation is possible without burden on blind
decoding of the scheduling message if the secondary UE is
not directly connected to the eNB and thus the secondary UE
is not assigned an ID to be used to directly transmit a signal
to the eNB.

Embodiment 7-4

The present embodiment relates to a method of reading a
scheduling message using a random access procedure.

The primary UE may transmit a physical random access
channel (PRACH) preamble to the eNB to request allocation
of resources for communication between UEs. At this time,
a PRACH preamble index, location of time and frequency
resources, etc. for requesting communication between UEs
may be predefined via a higher layer signal with respect to
an individual primary UE. The primary UE which requires
communication between UEs may transmit a PRACH pre-
amble using predefined resources and attempt to decode a
PDCCH masked with an RA-RNTTI during a predetermined
time. The RA-RATI is determined by the location of
resources used to transmit the PRACH. As described above,
if PRACH transmission resources are predefined, the RA-
RATT used by the primary UE for decoding may be regarded
as being predefined.

The eNB may schedule a PDSCH via the PDCCH masked
with the RA-RNTI and inform the UE which transmits a
PRACH preamble on the specified resources via this
PDSCH of information for scheduling uplink resources used
to transmit an uplink signal. That is, the primary UE may
detect the PDCCH masked with the RA-RNTI, decode the
PDSCH scheduled by the PDCCH and read uplink sched-
uling information (that is, a UL grant message) within the
PDSCH, thereby determining resources to be used for com-
munication between UEs.

The secondary UE may attempt to decode the PDCCH
with the RA-RATT of the primary UE similarly to Embodi-
ment 7-3. Since the size of this PDCCH is equal to that of
uplink grant DCI format 0 or DCI format 1A for PDSCH
compact scheduling in communication with the eNB, burden
on blind decoding is not increased from the viewpoint of the
secondary UE. Thus, the secondary UE may decode the
PDCCH with the RA-RATT of the primary UE and read a UL
grant message for the primary UE in communication
between UEs. Therefore, the secondary UE may check via
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which resources the primary UE performs communication
between UEs and appropriately perform a reception opera-
tion corresponding thereto. For such an operation, since the
secondary UE knows the RA-RNTI of the primary UE in
advance, the eNB or the primary UE may transmit, to the
secondary UE, information for determining the RA-RNTI of
the primary UE (e.g., information about an index used to
transmit a PRACH preamble of the UE and time/frequency
resources) in advance.

Even in this case, the primary UE must apply a power
control command (that is, a power control command sent via
the above-described random access procedure of the specific
PRACH preamble) to communication between UEs without
applying the power control command to communication
with the eNB.

Embodiment 8

The present embodiment relates to a detailed method for
connecting a secondary UE to an eNB.

For application of the above-described embodiments, the
eNB needs to know presence/absence of the secondary UE
and the eNB needs to know which secondary UE wishes to
communicate with which primary UE. That is, there is a
need for a method of connecting the secondary UE to the
eNB in a state in which the eNB does not know presence/
absence of the secondary UE. Since the secondary UE
generally has low power, the secondary UE cannot be
directly connected to the eNB and can be connected to the
eNB via the primary UE. That is, the secondary UE may
attempt to connect the primary UE and the primary UE may
send connection attempt to the eNB, thereby informing the
eNB that the secondary UE attempts connection.

The secondary UE cannot be directly connected to the
eNB in uplink transmission. However, in downlink trans-
mission, since the secondary UE performs only a reception
operation from the eNB, the secondary UE may directly
receive a signal from the eNB. In this case, the secondary
UE may directly receive a response to a random access
signal transmitted by the secondary UE from the eNB. For
example, the secondary UE may receive the random access
response via the PDCCH transmitted by the eNB.

For such an operation, the eNB may indicate PRACH
resource information (PRACH preamble index, PRACH
time/frequency resources, etc.) used when the secondary
UEs are connected to the primary UE using a signal such as
a broadcast message. At this time, generally, since a possi-
bility that the primary UE and the secondary UE are close to
each other is high, a preamble having a very short length,
such as PRACH preamble format 4 defined in the LTE
system, may be used in order to prevent much energy from
being consumed for transmission of the PRACH preamble.

In addition, the primary UE may periodically or aperi-
odically transmit a specific signal such as SRS such that the
secondary UE approaching the primary UE perceives pres-
ence of the primary UE. The secondary UEs may be
informed of a configuration of periodic/aperiodic transmis-
sion of such a specific signal via the eNB. The configuration
of the transmission of such a signal may include ID infor-
mation of the primary UE so as to enable the secondary UE
to check which primary UE transmits the specific signal. The
secondary UE which receives such information receives the
specific signal, perceives that the primary UE is present near
the secondary UE and attempts initial connection to the
primary UE. At this time, for transmit power control
between the primary UE and the secondary UE, the intensity
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of the signal of the primary UE received by the secondary
UE may be reported to the primary UE or the eNB.

Alternatively, the primary UE may transmit a PRACH
preamble for random access and the secondary UE may
detect the PRACH, thereby detecting a link between the two
UEs. Since the PRACH preamble occupies a bandwidth
relatively less than that of SRS, it is possible to detect the
link using less frequency resources. The eNB may inform
the secondary UE of information about the PRACH trans-
mitted by the primary UE via a higher layer signal such as
RRC. The eNB may instruct the primary UE to transmit the
PRACH preamble using PRACH resources (e.g., PRACH
resources reserved for handover) other than PRACH
resources which may be used by the UEs attempting initial
connection. Additionally, in order to prepare for the case in
which the secondary UE does not detect the primary UE
signal, the eNB may instruct the primary UE to periodically
transmit a specific PRACH preamble. The secondary UE
which receives the configuration information of the trans-
mission of the PRACH preamble transmitted by the primary
UE from the eNB may attempt to detect the PRACH
preamble of the primary UE on UL resources corresponding
to the configuration information. Additionally, if the signal
transmitted by the primary UE is randomized to be specific
to the primary UE, the eNB may inform the secondary UE
of information such as the ID of the primary UE such that
the secondary UE can easily detect a signal from the primary
UE.

Embodiment 9

In the above-described embodiments of the present inven-
tion, the case in which the secondary UE directly decodes
the PDCCH from the eNB was described. At this time, when
the number of PDCCH candidates decoded by the secondary
UE is too large (that is, the number of times of blind
decoding is large), complexity of the operation of the
secondary UE is increased and power consumption is also
increased.

Blind decoding means an operation in which, if various
PDCCH DCI formats having different sizes are present, a
reception side does not know the size of a DCI format of a
PDCCH transmitted by a transmission side and attempts to
decode candidates. In addition, blind decoding may be
performed in a common search space of UEs and/or a
UE-specific search space.

In order to mitigate burden on blind decoding of the
secondary UE, a region in which the secondary UE performs
blind decoding of the PDCCH from the eNB may be
restricted. For example, the secondary UE may be config-
ured to decode the PDCCH only in the common search
space. In particular, if the primary UE and the secondary UE
decode the same PDCCH, the secondary UE may be pre-
vented from decoding the PDCCH in the UE-specific search
space of the primary UE via such restriction. In addition, if
transmission to the secondary UE is scheduled using a
random access procedure, since the PDCCH transmitted
with the RA-RNTI is transmitted in the common search
space, it is possible to avoid unnecessary operation via such
restriction.

Embodiment 10

In the above-described embodiments, a method of sched-
uling signal transmission/reception to/from the secondary
UE at the primary UE and a method of directly scheduling
communication between UEs at the eNB were described.
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Hereinafter, as another communication method between
UEs proposed by the present invention, a method of
enabling the eNB to allocate resources to be used for
communication with the secondary UE to the primary UE
and then performing communication between the primary
UE and one or a plurality of secondary UEs using the
resources will be described.

The eNB may periodically allocate specific frequency
resources to the primary UE. More specifically, the eNB may
specify frequency resources which may be allocated to the
primary UE using higher layer signaling (e.g., RRC signal-
ing) and indicate activation/deactivation of the specified
frequency resources via a physical layer control signal. Such
an operation may be configured similarly to the existing
semi-persistent scheduling (SPS). However, since resources
allocated to the primary UE by the eNB are for communi-
cation between UEs, the present invention is different from
the SPS scheduling method. That is, a subframe structure, a
channel structure, a transmit power control method, etc.
proposed by the above-described embodiments of the pres-
ent invention for communication between the primary UE
and the secondary UE within the resources allocated to the
primary UE by the eNB are applicable.

FIG. 21 is a diagram showing a wireless communication
system in which communication between UEs (that is,
peer-to-peer communication) is performed using dedicated
resources specified by an eNB. In FIG. 21, one of UE1, UE2
and UE3 is a primary UE to which the eNB may allocate
resources in order to use specific frequency resources with
a period of seven subframes. Communication between UE1,
UE2 and UE3 may be performed using the resources.

In order to perform the operation of FIG. 21, the primary
UE may transmit, to the eNB, information about resources
necessary for communication with the secondary UE. Such
information may include location information of the primary
and/or secondary UE, a category of a service associated with
communication between UEs (e.g., a voice service or a data
service), the amount of necessary resources and/or duration,
the number of secondary UEs, etc.

The eNB may determine resources to be allocated for
communication between UEs based on information reported
by the primary UE. Additionally, the eNB may restrict
maximum power which may be used in the resources
allocated for communication between UEs to a specific
value and inform the primary and/or secondary UE of power
restriction information, in order to enable the eNB to use the
resources for communication of another UE (communica-
tion between another UE and the eNB or communication
between another UE and another UE) separated from the
location where communication between UEs is performed
even when specific resources are allocated for communica-
tion between UEs. Since communication between UEs is
generally performed between close UEs, communication
may be performed with low transmit power. Thus, the eNB
may restrict power used for communication between UEs to
prevent interference with another UE.

In addition, since the eNB specifies the resources to be
used for communication between UEs, the eNB may deter-
mine/control the amount of resources to be used for com-
munication between UEs, quality (or interference level),
maximum transmit power, etc. in consideration of the kind
of a service (e.g., voice or data) associated with communi-
cation between UEs requested by the UE or a service fee,
thereby controlling a data rate and coverage which may be
used by the UE. For example, if the UE requests an inter-UE
communication service having high quality (or pays a high
fee according to high service quality), the eNB may allocate
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resources (e.g., exclusive resources) which are expected to
have a relatively low interference level, allocate a large
amount of resources or allocate a high transmit power
restriction value to allocate resources for communication
between UEs, thereby providing a service having high
quality, a high data rate and/or wide coverage. In contrast, if
the UE requests an inter-UE communication service having
low quality (or pays a low fee according to low service
quality), the eNB may allocate resources (e.g., shared
resources) which are expected to have a relatively high
interference level, allocate a small amount of resources or
allocate a low transmit power restriction value to allocate
resources for communication between UEs, thereby provid-
ing a service having low quality, a low data rate and/or
narrow coverage.

In addition, the UE may transmit, to the eNB, location
information (e.g., GPS information) of the UE when
requesting an inter-UE communication service. The eNB
may allocate resources for communication between UEs to
the UE which requests the inter-UE communication service
and, at the same time, allocate the same resources as the
resources used for communication between UEs to another
UE geographically separated from the UE (that is, another
UE which does not participate in inter-UE communication
requested by the UE) in consideration of the location of the
UE which requests the inter-UE communication service.
Since the UE which participates in communication between
UEs and the other UE are geographically separated from
each other, interference between the UEs may be expected
to be low even when the same resources are allocated.

Additionally, when the eNB allocates the resources for
communication between UEs, if the intensity of the signal of
communication between the eNB and the other UE using the
resources is large, resources allocated for communication
between UEs may be subject to interference. In order to
solve such a problem, the eNB may perform a silencing
operation for reducing interference in the subframe corre-
sponding to the resources allocated for communication
between UEs. As an example of the silencing operation, a
certain subframe may be configured as an almost blank
subframe (ABS) (a subframe in which only a common
reference signal (CRS) is transmitted and the remaining
resource elements are blank) or as an MBSFN subframe (a
subframe in which a CRS is also not transmitted in a data
region).

In addition, if resources used for communication between
UEs are fixed in a frequency region, the frequency region
may consistently have a bad channel status. Accordingly, in
resource allocation for communication between UEs, fre-
quency selective influence may be reduced using frequency
hopping (a method of performing allocation while changing
a frequency band).

In the resources allocated from the eNB to the primary UE
for communication between UEs, the primary UE may
establish a separate cell. FIG. 22 is a diagram showing a
subframe structure when a primary UE establishes a separate
cell. In FIG. 22, the eNB allocates DL resources to the
primary UE as resources for communication between UEs.
However, the present invention is not limited thereto and the
subframe structure shown in FIG. 17 or 18 is applicable
when the primary UE is allocated UL resources for com-
munication between UEs.

In the example of FIG. 22, some time-frequency resources
may be allocated for communication between UEs in a
subframe n. For example, first several OFDM (or SC-
FDMA) symbol(s) of the subframe n becomes a region in
which a PDCCH is transmitted from the macro cell (that is,
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the eNB) and communication between the primary UE and
the secondary UE may be performed in the remaining
OFDM (or SC-FDMA) symbol(s) of the subframe n and the
specific frequency regions 2220 and 2230. More specifically,
the PDCCH from the primary UE to the secondary UE may
be transmitted in the time-frequency region 2220 and the
PDSCH from the primary UE to the secondary UE may be
transmitted in the time-frequency region 2230. The region
2240 other than the PDCCH transmission region 2210 from
the macro cell and the resource region 2220 and 2230
allocated for communication between UEs in the subframe
n may be used to transmit the PDSCH to the macro UE
(another UE which receives a service from the macro cell).
Meanwhile, a subframe n+1 indicates a general subframe to
which resources for communication between UEs is not
allocated. For example, if the subframe n+1 is a downlink
subframe, first several OFDM symbols 2250 correspond to
a PDCCH transmission region of a macro cell and the
remaining OFDM symbols 2260 correspond to a PDSCH
transmission region from a macro cell to a macro UE.

As shown in FIG. 22, the primary UE may transmit a
signal such as a CRS/PDCCH with a separate cell ID in the
time-frequency resources 2220 and 2230 allocated by the
eNB to perform communication with the secondary UE. The
eNB may send, to the primary UE, information such as a cell
ID to be used when the primary UE establishes a cell. The
secondary UE may detect the location of the time-frequency
resources in which the cell established by the primary UE
appears (this information may be directly sent from the eNB
to the secondary UE), acquire scheduling information from
the cell established by the primary UE on the time-frequency
resources, and perform appropriate measurement (measure-
ment for RRM, RLM, etc.).

In addition, when the primary UE transmits/receives a
PDSCH/PUSCH to/from the secondary UE in the cell estab-
lished by the primary UE, it is necessary to define an
operation when resources less than PDSCH/PUSCH trans-
mission resources in a general cell are used. For example, as
in the example of FIG. 22, if the primary UE is allocated DL
resources for communication between UEs, first several
OFDM symbols 2210 of a subframe in which the allocated
DL resources are present are used for PDCCH transmission
of the eNB (macro cell). That is, since the primary UE must
transmit the PDSCH to the secondary UE using only the
OFDM symbols less in number than the number of OFDM
symbols (2260 of FIG. 22) used for PDSCH transmission in
the general cell, the PDSCH may be transmitted by applying
rate matching or puncturing. Although the primary UE
transmits the PDSCH to the secondary UE when being
allocated DL resources in FIG. 22, the PUSCH may be
received from the secondary UE on the resources allocated
for communication between UEs. Even in this case, since
the secondary UE performs PUSCH transmission using
SC-FDMA symbols less in number than the number of
SC-FDMA symbols used for general PUSCH transmission,
rate matching/puncturing is applicable. Meanwhile, if the
primary UE is allocated UL resources for communication
between UEs, since the PDCCH of the macro cell is not
present in the allocated subframe, all SC-FDMA symbols of
the UL resources may be used. In this case, the primary UE
may transmit the PDCCH for the secondary UE from the
first SC-FDMA symbol of the subframe of the allocated UL
resources.

Meanwhile, the secondary UE may access both the cell
(macro cell) established by the eNB and the cell established
by the primary UE and perform transmission/reception
to/from the respective cells. In this case, the secondary UE
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may perform data transmission/reception similarly to carrier
aggregation. Carrier aggregation is introduced in order to
aggregate a plurality of frequency bands (that is, carriers) to
provide a large band. One of the frequency bands corre-
sponds to a primary carrier (or a primary cell) and the
remaining frequency bands correspond to secondary carriers
(or secondary cells). If such carrier aggregation is applied,
for example, a cell established by the eNB may be config-
ured as a primary cell (PCell) and a cell established by the
primary UE may be configured as a secondary cell (SCell).
The example of the present invention is different from
general carrier aggregation in that the SCell is present in
some time/frequency regions of the PCell.

In addition, in order to reduce complexity of blind decod-
ing of the secondary UE, only blind decoding of one cell
may be performed in one subframe. For example, in the
example of FIG. 22, in the subframe n in which the cell
established by the primary UE (that is, SCell from the
viewpoint of carrier aggregation (or from the viewpoint of
the secondary UE)) is present, only the PDCCH of the cell
(that is, SCell) of the primary UE may be searched for. In
addition, in the subframe n+1 in which the cell (that is,
SCell) of the primary UE is not present, only the PDCCH of
the cell (that is, PCell) of the eNB (from the viewpoint of
carrier aggregation (or from the viewpoint of the secondary
UE)) may be searched for. The search operation performed
per PCell or SCell may be configured only in the UE-specific
search space. That is, switching of the searching of the
PDCCH of PCell or SCell is not applied in the common
search space and only the PDCCH of one cell (e.g., PCell)
is always searched for in the common search space.

Embodiment 11

The present embodiment relates to a detailed method of
controlling transmit power of the primary UE in the various
examples of the present invention.

The signal transmitted by the primary UE is classified into
three types: a UL transmission signal (hereinafter, referred to
as signal type 1) for transmitting data and a control signal
from the eNB to the primary UE, a signal (hereinafter,
referred to as a signal type 2) for transmitting data and a
control signal from the primary UE to the secondary UE and
a signal (hereinafter, referred to as a signal type 3) trans-
mitted to detect the primary UE by dormant secondary UEs
(UEs which are currently not connected to the primary UE
but may be connected to the primary UE in the future).

Signal type 3 may be a signal such as SRS or PRACH
periodically/aperodically transmitted on UL resources or a
reference signal periodically/aperodically transmitted on DL
resources. Here, the reference signal periodically/aperodi-
cally transmitted on DL resources may be a CRS based on
a cell ID separately allocated to the primary UE, a UE-
specific RS (DRS) specific to the secondary UE or a CRS or
CSI-RS for some antenna ports among CRSs or CSI-RSs
configured by the eNB. The secondary UE may detect the
primary UE and attempt access using signal type 3.

Hereinafter, an example of controlling transmit power
according to signal type will be described in detail.

In case of signal type 1, as in existing communication
between the eNB and the UE, the eNB may control transmit
power. That is, the eNB provides a transmit power control
(TPC) command to the primary UE such that the primary UE
may control power of the signal transmitted to the eNB. For
example, the TPC command may be provided as a relative
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value of previous transmit power and the UE may accumu-
late the TPC command to calculate transmit power to be
applied.

Since signal type 2 is transmission from UE to UE, (as
described in Embodiment 7) transmit power of signal type 2
may not be controlled simultaneously with transmit power
of signal type 1 which transmission form the UE to the eNB
but transmit power of signal type 2 may be controlled
separately from transmit power of signal type 1. For
example, the eNB may directly provide a transmit power
control command to the primary UE to control transmit
power of signal type 2 transmitted from the primary UE to
the secondary UE or the eNB may set a maximum value of
transmit power of the primary UE and the primary UE may
control transmit power of signal type 2 in consideration of
the status of the radio link between the primary UE and the
secondary UE within the maximum value.

Since the main purpose of signal type 3 is to determine the
distance between a certain secondary UE and a certain
primary UE, in power control of signal type 3, it is important
to accurately measure path loss between the primary UE and
the secondary UE rather than power received by the sec-
ondary UE. Here, although the secondary UE reports the
received signal intensity of signal type 3 to the eNB, the eNB
must know transmit power of the signal (that is, power
transmitted by the primary UE) in order to estimate path
loss. Accordingly, there is a need for a transmit power
control method of enabling the eNB to know the power used
to transmit signal type 3 at the primary UE.

For example, the eNB may instruct the primary UE to fix
the transmit power value of signal type 3 to a predetermined
value using a higher layer signal (e.g., an RRC signal). In
this case, since eNB knows that the primary UE always
transmits signal type 3 with the predetermined fixed power
value, since the received signal power value of signal type
3 is received from the secondary UE, path loss between the
primary UE and the secondary UE may be calculated.

As another example, while the eNB controls transmit
power of signal type 3 transmitted by the primary UE, the
eNB may directly inform the primary UE of the transmit
power value of signal type 3 whenever the primary UE
transmits signal type 3. That is, the power control command
from the eNB may not represent a relative value of previous
transmit power but may represent an absolute value of
transmit power to be applied to current transmission. In this
case, if the UE misses a power control command in the
method of accumulating the power control command pro-
vided as a relative value to derive a current transmit power
value, it is possible to prevent generation of a difference
between transmit power indicated by the eNB and transmit
power applied by the UE.

As another example, the primary UE may report the
transmit power value of currently applied signal type 3 to the
eNB. The transmit power value may be reported periodically
or when a specific event occurs (that is, in an event-triggered
manner). The specific event may occur, for example, when
receive power of a signal from a neighboring cell is equal to
or greater than a predetermined threshold or when transmit
power of signal type 3 is changed to a value having a
predetermined difference with previous transmit power or
may aperiodically occur when the eNB requests to report the
transmit power value.

The above-described embodiments of the present inven-
tion are applicable to communication between UEs in a
licensed band. The principle of the present invention is
applicable to communication between a UE and an eNB in
an unlicensed band. For example, assume that an I'TE based
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system operates using a cognitive ratio method in an unli-
censed band. For example, in a band in which communica-
tion between the eNB and the UE is not allowed and another
wireless system is preferentially allowed in an LTE system,
a method of determining whether communication of another
wireless communication system which is preferentially
allowed is present and performing LTE-based communica-
tion only when an incumbent user is not present may be
considered. In this case, it is necessary to sense whether
another wireless system is used in every subframe. In this
case, as described in the examples of the present invention,
carrier sensing may be performed in first several OFDM (or
SC-FDMA) symbol intervals of a subframe and transmis-
sion from the eNB to the UE in an LTE system may be
performed in the remaining region of the subframe. In
addition, the examples of a subframe structure, a channel
structure and transmit power control when UL resources or
DL resources described in the examples of the present
invention are allocated for communication between UEs are
applicable to communication between an eNB and a UE in
an unlicensed band. Thus, it is possible to mitigate/eliminate
interference of communication between an eNB and a UE
with communication of another system and avoid/eliminate
interference from communication of another system.

FIG. 23 is a flowchart of a method for communication
between UEs according to an embodiment of the present
invention.

In step S2310, an eNB may allocate resources for com-
munication between UEs (communication between a first
UE and a second UE) and transmit scheduling information
including power control information to the first UE and/or
the second UE along with such resource allocation infor-
mation.

In step S2320, the first UE may schedule communication
between the first UE and the second UE using resources
allocated by the eNB for communication between UEs and
inform the second UE of such scheduling information. The
first slot of the subframe among resources for communica-
tion between UEs may include a control signal for commu-
nication between UEs and the second slot may include a data
signal between the UEs.

In step S2320, the first and second UE may perform
communication between UEs based on scheduling informa-
tion of step S2320.

In FIG. 23, the first UE may correspond to a primary UE
and the second UE may correspond to a secondary UE.

In the method for communication between UEs according
to an example of the present invention described with
reference to FIG. 23, details of the above described various
embodiments of the present invention may be independently
applied or 2 or more embodiments may be applied at the
same time. In this case, overlapping details will be omitted
from the description for simplicity and clarity. The method
for communication between UEs according to an example of
the present invention described with reference to FIG. 23 is
applicable to communication between an eNB and a UE for
reducing interference with another system or another cell. In
this case, the operation of the first UE may be regarded as
the operation of the eNB and the operation of the second UE
may be regarded as the operation of the UE communicating
with the eNB.

FIG. 24 is a diagram showing the configuration of a
transmission/reception device according to the present
invention.

The transmission/reception device 2400 of FIG. 24 may
be a user equipment device, for example. The user equip-
ment device 2400 according to the present invention may
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include a reception module 2410, a transmission module
2420, a processor 2430, a memory 2440, and a plurality of
antennas 2450. The plurality of antennas 2450 indicates that
the user equipment device supports MIMO transmission and
reception. The reception module 2410 may receive various
signals, data, and information on a downlink from the base
station. The transmission module 2420 may transmit various
signals, data, and information on an uplink to the base
station. The processor 2430 may control the overall opera-
tions of the user equipment device 2400.

The user equipment device 2400 according to the embodi-
ment of the present invention may be configured to perform
inter-UE communication with another UE device. The pro-
cessor 2430 of the user equipment device 2400 may be
configured to receive scheduling information including
information for allocating resources for communication
between UEs from the eNB. The processor 2430 may be
configured to perform communication with the other UE via
one or more of the transmission module 2410 or the recep-
tion module 2420 based on the scheduling information. The
first slot of the subframe among resources for communica-
tion between UEs may include a control signal for commu-
nication between the UEs and the second slot of the sub-
frame may include a data signal between the UEs.

Moreover, the processor 2430 of the user equipment
device 2400 performs a calculation/operation process on
information received by the user equipment device 2400,
information that is to be transmitted outside, and so on. The
memory 2440 may store the processed information for a
predetermined period of time, and the memory 2440 may be
replaced by another element, such as a buffer (not shown).

In the above-described detailed configuration of the base
station device and the user equipment device, details of the
above-described various embodiments of the present inven-
tion may be independently applied or 2 or more embodi-
ments may be applied at the same time. In this case,
overlapping details will be omitted from the description for
simplicity and clarity.

Furthermore, the above description of the present inven-
tion may also be equally applied to a relay station device
functioning as a downlink transmission subject or an uplink
reception subject. The description of the user equipment
device may also be equally applied to a relay station device
functioning as an uplink transmission subject or a downlink
reception subject.

The above-described embodiments of the present inven-
tion can be implemented by a variety of means, for example,
hardware, firmware, software, or a combination of them.

In the case of implementing the present invention by
hardware, the present invention can be implemented with
application specific integrated circuits (ASICs) Digital sig-
nal processors (DSPs), digital signal processing devices
(DSPDs), programmable logic devices (PLDs), field pro-
grammable gate arrays (FPGAs), a processor, a controller, a
microcontroller, a microprocessor, etc.

If operations or functions of the present invention are
implemented by firmware or software, the present invention
can be implemented in the form of a variety of formats, for
example, modules, procedures, functions, etc. The software
codes may be stored in a memory unit so that it can be driven
by a processor. The memory unit is located inside or outside
of the processor, so that it can communicate with the
aforementioned processor via a variety of well-known parts.

The detailed description of the exemplary embodiments
of the present invention has been given to enable those
skilled in the art to implement and practice the invention.
Although the invention has been described with reference to
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the exemplary embodiments, those skilled in the art will
appreciate that various modifications and variations can be
made in the present invention without departing from the
spirit or scope of the invention described in the appended
claims. For example, those skilled in the art may use each
construction described in the above embodiments in com-
bination with each other. Accordingly, the invention should
not be limited to the specific embodiments described herein,
but should be accorded the broadest scope consistent with
the principles and novel features disclosed herein.

Those skilled in the art will appreciate that the present
invention may be carried out in other specific ways than
those set forth herein without departing from the spirit and
essential characteristics of the present invention. The above
exemplary embodiments are therefore to be construed in all
aspects as illustrative and not restrictive. The scope of the
invention should be determined by the appended claims and
their legal equivalents, not by the above description, and all
changes coming within the meaning and equivalency range
of the appended claims are intended to be embraced therein.
Also, it will be obvious to those skilled in the art that claims
that are not explicitly cited in the appended claims may be
presented in combination as an exemplary embodiment of
the present invention or included as a new claim by subse-
quent amendment after the application is filed.

INDUSTRIAL APPLICABILITY

The embodiments of the present invention are applicable
to various mobile communication systems.

The invention claimed is:
1. A method of performing communication between UEs
(User Equipments) including a first UE and a second UE in
a wireless communication system, the method performed by
the first UE and comprising:
receiving, from a base station, downlink control informa-
tion including scheduling information for the commu-
nication between the first UE and the second UE;

obtaining the scheduling information by decoding the
downlink control information with an identifier for the
communication between the first UE and the second
UE; and

performing the communication between the first UE and

the second UE based on the scheduling information.

2. The method according to claim 1, wherein the identifier
for the communication between the first UE and the second
UE is distinguished from an identifier for a communication
between the first UE and the base station.

3. The method according to claim 1, wherein a CRC
(Cyclic Redundancy Check) masked with the identifier for
the communication between the first UE and the second UE
is attached to the downlink control information.

4. The method according to claim 1, wherein the sched-
uling information includes information of resources used for
the communication between the first UE and the second UE.

5. The method according to claim 1, wherein the sched-
uling information includes a TPC (Transmission Power
Control) command for the communication between the first
UE and the second UE.

6. The method according to claim 5, wherein the TPC
command for the communication between the first UE and
the second UE is identified by the first UE separately from
a TPC command for a communication between the first UE
and the base station.

7. The method according to claim 1, wherein the com-
munication between the first UE and the second UE is
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performed in a subframe which is not used for a transmission
from the first UE to the base station.

8. A first user equipment (UE) for performing communi-
cation between UEs including the first UE and a second UE
in a wireless communication system, the first UE compris-
ing:

a transmitter to transmit a signal to an external device;

a receiver to receive a signal from an external device; and

a processor for controlling the first UE including the

transmitter and the receiver,

wherein the processor is configured to receive, from a

base station, downlink control information including
scheduling information for a communication between
the first UE and the second UE, through the receiver, to
obtain the scheduling information by decoding the
downlink control information with an identifier for the
communication between the first UE and the second
UE, and to perform the communication between the
first UE and the second UE based on the scheduling
information, through the transmitter and the receiver.

9. The UE according to claim 8, wherein the identifier for

the communication between the first UE and the second UE
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is distinguished from an identifier for a communication
between the first UE and the base station.

10. The UE according to claim 8, wherein a CRC (Cyclic
Redundancy Check) masked with the identifier for the
communication between the first UE and the second UE is
attached to the downlink control information.

11. The UE according to claim 8, wherein the scheduling
information includes information of resources used for the
communication between the first UE and the second UE.

12. The UE according to claim 8, wherein the scheduling
information includes a TPC (Transmission Power Control)
command for the communication between the first UE and
the second UE.

13. The UE according to claim 12, wherein the processor
identifies the TPC command for the communication between
the first UE and the second UE separately from a TPC
command for a communication between the first UE and the
base station.

14. The UE according to claim 8, wherein the processor
performs the communication between the first UE and the
second UE in a subframe which is not used for a transmis-
sion from the first UE to the base station.

#* #* #* #* #*



